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New York, August 9, 1882. 

Sir: In obedience to an order from the Navy Departraeut dated the 

3d of June, 1882, I proceeded to the city of Bristol, E. 1., and there 

witnessed the trials in Narragansett Bay of the duplicate Vedette boats 

rj^built for the French Government by the "Herieshoff Manufacturing 

^jcCompany'^ of that city. 

i3^ In addition to the results of these trials, I obtained the original data, 
^including indicator diagrams, of some of the trials made at Bristol and 
^also in England, of two Vedette boats built in 1880-'81 for the British 
/ Admiralty by the Herreshoff Manufacturing Company," which were the 
(P exact duplicate in all respects of those above referred to as constructed 
I by that company for the French Government. 

fii Having made from tlie data and diagrams, kindly furnished by the 
^ company, all the calculations that could be based upon them, I herein 
submit the results, together with the exact dimensions, descriptions, 
&;c., of the hull and machinery, as well as sucb observations and deduc- 
tions as the case seemed to warrant, to the bureau for its information. 
The boats and their machinery are, in my opinion, so remarkable for their 
speed, qualities, and constructive details that, in view of their prosi)ect- 
ive utility to the Navy in time of war, I consider my duty requires me 
to make as full a presentation of the subject as my limited opportunities 
permit. 

I had no assistants with whose aid I could execute a proper and ex- 
banstive series of experiments, such as should have been made; and 
the company, though offering every facility, was so overloaded with 
work to be done in insufficient time that it could afford me but slight help. 
No indicator diagrams were taken or weighing of coal made excei)t in 
two trials, and all the determinations of power, &c., are from diagrams 
taken during experiments with the boats built for the British Admi- 
ralty. The data that are furnished, however, may be relied on as cor- 
rect. 

The two Vedette boats, whose trials were witnessed, were constructed 
under contract with the French Government to make, with stipuliited 
weights on board and at a stipulated draft of water, 42 geograi)iiical 
miles in smooth water during three consecutive hours witliout stopping 
or interruption of the machinery. The contract trials were made by a 
commission of French naval offiicers from the corvette Chasseur, sent 
to Bristol for that purpose. This commission also mia.<kfe ^«5ivv^\-Ni^i^^^^ 



trials, and experimeuts on the stability of the boats, besides closely 
scrutinizing their material, workmanshii), and strength. The result was 
unqualified approval and acceptance. 

These Vedette boats are a novelty in naval warfare, and have been 
developed from the necessity of providing means to counteract the 
attempts of torpedo boats upon large vessels or upon a squadron requir- 
ing much time and space* for maneuvering when in confined positions 
or anchored at night in an enemy's waters. UiHler such circumstances 
large vessels, either singly or in squadron, are peculiarly exposed to 
torpedo attacks, and the services of extremely fast Vedette boats, form- 
ing a cordon around the large vessel or squadron, are indispensable for 
intercepting torpedo boats or warning of their approach. The bow of 
the Vedette boat can be strengthened to act as a ram against small 
torpedo boats 5 and effective machine guns can be mounted upon the 
rails abaft the machinery. The services to be rendered by so small and 
light draft a vessel, with exceptionally high speed and such formidable 
capabilities, are so numerous and important to a squadron or to a large 
iron clad, under the complicated conditions of modern maritime war, 
that it must hereafter become an element of every naval system, and its 
management and use a part of naval instruction. 

The following are descriptions and dimensions of the hull and ma- 
chinery, followed by an account of the experiments made. All are given 
with as much detail and with as many calculations as the data at com- 
mand could furnii?h. 

HULL. 

The hull is of wood, and uncoppered. The frames are of white oak, 
If inches square, and placed 12 inches apart from center to center. The 
planking is of pine in two courses, double-battened, one upon the other. 
The inner course is three-eighths of an inch thick, and is placed at an 
angle of 45^ with the horizon; the outer course is one-half inch thick, 
and is placed horizontally. The two courses of planking are secured to 
each other and to the frames by brass screws, and are calked with 
cotton yarn. The stem is of white oak, molded 9 inches, and sided 4 
inches. The stern-post is 8 by 4 inches in cross-section, and the keel is 
4 inches wide. The deck-planks are of mahogany, three-quarters of an 
inch thick. At the stern a wooden skeg shod with a brass casting de- 
scends below the bottom of the keel for the protection of the screw; from 
the bottom of the keel to the bottom of the casting is 11 inches vertically. 
This casting is extended horizontally beneath the screw, its after ex- 
tremity supporting the lower end of the rudder-post. The rudder is of 
wood, is of the ordinary type, and 20 inches wide. The side elevation 
of the skeg is a right-angled triangle of 11 inches vertical height at the 
after side of the stern-post, whence it extends forward along the bottom 
of the keel 4 feet as the base, the bottom of the skeg forming the hy- 
pothenuse. The width of the skeg is 4 inches, which is also the width 
of the radder-post. 



There are five transverse water-tight bulkheads, dividing the vessel 
into distinct compartments. In addition to these bulkheads. there are 
two lore and aft water-tight bulkheads, one on each side of the machin. 
ery in the compartment containing the latter, and forming the two coal- 
bunkers, each of which contains one ton of coal. 

The compartments that are forward of the one containing the machin_ 
ery are decked over. The one immediately in front of that compartment 
has a hatch and a conveniently arranged steering gear, the head of the 
steersman protruding from the hatch, so that the vessel can be steered 
from forward as well as from aft. 

The compartment containing the machinery is amidship, and is decked 
over by easily removable hatches made in convenient'pieces and bolted 
down, but no particular care is taken to make their joints air-tight fur- 
ther than accurate fitting. The cabin, which is formed by the compart- 
ment next abaft the one containing the machinery, is similarly covered 
over by easily removable hatches; so that when all these hatches are 
in place, the vessel is decked over from the stem to the after bulkhead 
of the cabin. The compartment next abaft the cabin is the stern sheets } 
it is open, and can accomn»odate a dozen persons. The after compart- 
ment is decked over, and contaiits a well for a steersman, who, sitting in 
it, steers directly by means of a tiller. 

The vessel had neither guns nor torj^edoes, but could be easily fitted 
for either or both. 

The following are the principal dimensions and proportions of the 
vessel : 

Extreme length of huU on deck, from the forward edge of the 

stem to the after edge of the stern 48 feet. 

Length on load water-line, from forward edge of stem to after 

side of stern-post *. . . 46 feet. 

Extreme breadth of hull 8 feet 10 inches. 

Extreme breadth of hull on load water-line 7 feet 5 inches. 

Depth of hull amidship from lower edge of rabbet of keel to top 

of deck beams 5 feet. 

Dei *'^ of ^^^^^ ^t stem from load water-line to lower edge of rab- 
bet of keel 2 feet. 

Depth t>f hull amidship, from load wat^r-line to lower edge of 

rabbet of keel 1 foot 10 inches. 

Depth of Lull at stern-post, from load water-line to lower edge 

of rabbet of keel I'foot 8 inches. 

Depth of keel forward below lower edge of its rabbet 5^ inches. 

Depth of keel amidship below lower edge of its rabbet 8 inches. 

Depth of keel aft (exclusive of skeg) below lower edge of its rab- 
bet 10| inches. 

Siding of keel 4 inches. 

Load draught of water forward 2 feet 5^ inches. 

Load draught, of water aft, exclusive of skeg 2 feet 6^ inches. 

Load draught of water aft, inclusive of skeg 3 feet 5^ inches. 

Area of the load water section 217. 76 square feet. 

Area of the greatest immersed transverse section above the lower 

edge of the rabbet of the keel 8. 48 square feet. 
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Area of the greatest immersed transverse section, inclnding pro- 
jected areas of keel and skeg 9. 08 square feet. 

Displacement to load water-line of body*, stem and stern-post 247. 84 cubic feet. 

Displacement to load water-line, including keel, skeg, rudder- 
post, and rudder 260. 00 cubic feet. 

Total displacement (34. 932 cubic feet per ton) 7. 44306 tons. 

Area of external wetted or immersed surface of bull, to lower 

edge of rabbet of keel, including stem and stern-post 266. 24 square feet. 

Wetted Hurfac^e of keel 71. 00 square feet. 

Wetted surface of i udder post and rudder 11. 36 square feet. 

Wetted surface of tbe skeg 6. 90 square feet. 

Aggregate wetted surface of the vessel 355. 50 square feet. 

Katio of the length of the hull to its breadth on load water-line. 5. 20755 

Ratio of the load water section to its circumscribing jiarallelo- 

gram . 0.63828 

Ratio of the greatest immersed transverse section to its circum- 
scribing parallelogram 0. 62366 

Ratio of the displacement above lower edge of rabbet of keel 

to its circumscribing parallelopipedon 0. 39624 . 

Weight of hull and fittings 6, 993 pounds. 

The stem and stern -post are chamfered to the vessel's form. 

During the trials, to be hereinafter described, the vessel's load for 
a mean, consisted of nine men weighing 1,450 pounds, and of 1,209^ 
pounds of coal, with which weights she had the draught of water given 
above. 

Tlie displacement, greatest immersed transverse section, and wetted 
surface of the hull, as given above, are for the vessel at rest, but they 
changed to unknown quantities when the vessel was in motion, and the 
greater her speed the greater was the change. At the speed of fourteen 
geographical miles per hour, her trim was so excessively altered that 
the bow was 22 inches higher above the stern than when she was at rest. 

ENGINE. 

There is one compound condensing engine, with vertical cylinders 
placed side by side above the crank-shaft and having their axes in the 
vertical plane passing through its axis. The cylinders are direct-acting. 
The large cylinder works the air-pump and the feed-pump by means of 
a lever which makes the stroke of the pistons of these pumps less than 
that of the steam-pistons. Both pumps are vertical and single-acting. 
The air-pump has no foot-valve 5 it has a receiving valve in its piston 
and a discharging- valve into a closed reservoir. The feed-pump piston 
is a plunger. The feed-pump takes its water from a closed reservoir 
and delivers it into the bottom of the outer coil of the boiler. The 
circulating-pump is a piston pump, double-acting and horizontal; it is 
worked from a pin on the forward end of the crankshaft. From the 
same pin the bilge-pump is worked; this pump being in all respects an 
exact duplicate of the feed-jmmp. 

The crank-shaft is of steel and has its two pairs of cranks forged with 
it. The crank-shaft journals are four in number. 



The steam-valve of each cylinder is the ordinary three-ported slide 
with sufficient steam-lap to cut off the steam at two-thirds from the com- 
mencement of the stroke of the piston of each cylinder. There is no 
separate cut-off valve, and the steam- valve works with the boiler press- 
ure upon its back. The gear for working the valves and for reversing 
is the usual Stephenson link with its two eccentrics and their rods, the 
link acting directly upon the end of the valve-stem. 

The engine-frames are of wrought iron bolted to a cast-iron bed-plate 
extending beneath the entire length and breadth of the engine. This 
bed-plate has a semicircular bottom, and its side flanges are bolted to 
side keelsons. The crank-shaft pillow-blocks are cast in the bed-plate, 
the after pillow-block serving also as the thrust pillow-block, the after 
crank-shaft journal having collars made upon it to transmit the thrust 
of the screw to the bed-plate and thence to the vessel. 

The engine works with surface condensation. The surface-condenser 
is composed of two bent copper pipes, one of which is placed on the out- 
side of each side of the vessel beneath the water, and just about at the 
garboard strake. Each pipe commences 8 feet forward of abreast of the 
large cylinder, extends nearly to the stern-post, and is thence returned 
to abreast of the large cylinder. The diameter of the pipe continuously 
decreases from the end at which it receives the exhaust steam from the 
large cylinder tothe end at which it delivers the water of ctmdensation and 
the uncoudensed vapor and air into the air-pump, whence they are 
thrown into the hot-well, from which the feed pump forces the water of 
condensation into the bottom of the outer coil of the boiler. It is essential 
for satisfactory working that the delivering end of this tube should not 
exceed one half the diameter of its receiving end. 

The cylinders and their valve-chests, including covers of both, are in- 
cased with polished brass, between which and the iron are air spaces. 
The steam-pipes are coated with mineral wool or steam-blown melted 
glass, as a non-conductor of heat. 

The steam pistons are packed by a cast-iron ring | by ^ of an inch 
in cross-section, set out by a spiral si)ring. The total depth of the pis- 
ton at its circumference is J inch. 

The metal of the cylinders is -^^ inch thick; of their ends, f inch; and 
of their pistons, -^^ inch. 

The following are the principal dimensions of the engine: 

Number of cylinders 2 

Diameter of the smaU cylinder 8 inches. 

Diameter of the piston-rod of the small cylinder 1^ inches. 

Net area of the piston of the small cylinder 49. 65205 square inches. 

Stroke of the ])istou of the small cylinder 9 inches. 

Space displacement of the piston of the small cylinder per 

stroke .. 0. 258G044 cubic foot. 

Space in clearance and steam passage at one end of small 

cylinder 0. 0278956 cubic foot. 

Fraction which the space in clearance and steam x>a'Ssage 
at one end of the small cylinder is of the space displace- 
ment of the piston of the small cylinder per stroke 0. VXl^ . 
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Length of steam-port of small cylinder 7 inches. 

Breadth of steam-port of small cylinder fj inch . 

Area of steam-port of small cylinder 6. 562| square inches. 

Length of exhaust-port of small cylinder 7 inches. 

Breadth of exhanst-port of small cylinder 2 inches. 

Area of exhaust-port of small cylinder 14. 0000 square inches. 

Clearance of piston of small cylinder | inch. 

Aggregate area of the inner cylindrical surface of the small 

cylinder, of its two steam passages, of its two ends, of the 

two faces of its piston, and of half its piston-rod 666 square inches. 

Diameter of the large cylinder 14 inches. 

Diameter of the piston-rod of the large cylinder 1^ inch. 

Net area of the piston of the large cylinder 153. 32485 square inches. 

Stroke of the piston of the large cylinder 9 inches. 

Space displacement of the piston of the large cylinder per 

stroke 0. 798567 cuhic foot. 

Space in clearance and steam passage at one end of large 

cylinder 0. 067533 cuhic foot. 

Fraction which the space in clearance and steam passage at 

one end of the large cylinder is of the space displacement 

of the piston of the large cylinder per stroke 0. 084568. 

Length of steam port of large cylinder 12 inches. 

Breadth of steam-port, of large cylinder 1^ inches. 

Area of steam-port of large cylinder 15 square inches. 

Length of exhaust-port of large cylinder 12 inches. 

Breadth of exhaust-port of large cylinder 2^ inches. 

Area of exhaust-port of large cylinder 30 square inches. 

Clearance of piston of large cylinder J inch. 

Aggregate area of the inner cylindrical surface of the large 

cylinder, of its two steam passages, of its two ends, of the 

two faces of its piston, and of half its piston-rod 1, 240 square inches. 

Diameter of the air-pump (single acting) 4^ inches. 

Diameter of the piston-rod of the air-pump | inch. 

Stroke of the piston of the air-pump 3J inches. 

Space displacement of the air-punp piston per stroke 0. 028207 cuhic foot. 

Diameter of the plunger of the feed-pump (single acting). . l^ inches. 

Stroke of the plunger of the feed-pump 5^ inches. 

Space displacement of the plunger of the feed-pump per 

stroke 1 0. 00372818 cuhic foot 

Diameter of the circulating-pump (douhle-acting) 1^ inches. 

Stroke of the piston of the circulating-pump 1^ inches. 

Space displacement of the piston of the circulating-pump per 

stroke 0.00148611 cuhic foot. 

Depth of the packing-ring in hoth steam-pistons | inch. 

Length of each of the condensing- pipes . . .' 43 feet. 

Inside diameter of condensing-pipes at exhaust-steam end. 3i inches. 
Continuously decreasing to inside diameter at air-pump end 

of li inches. 

Thickness of the metal (copper) of the condensing-pipes .- ^V inch. 

Aggregate exterior surface of the condensing-pipes 54. 87982 square feet. 

Aggregate interior surface of the condensing-pipes 53. 47265 square feet. 

Length of the connecting-rods hetween centers 22^ inches. 

Breadth of the necks of the connecting-rods If inches. 

Width of the necks of the connecting-rods finch. 

Diameter of crosshead journals ■'. If inches. 
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LieDgth of cro88-hea(1 journals..'. 3 inches. 

^^aInbe^ of crauk-shaf t journals (steel crank-shaft) 4 

Diameter of crank-shaft journals 2^ inches.^ 

Liength of crank-shaft journals 4^ inches. • 

Diameter of crank-pin journals 2^ inches. 

Laeugth of crank-pin journals 3^ inches. 

Witlth of cranks 1^ inches. 

Nmiiber of thrust-rings on after journal of crank-shaft 4 

Projection of thrust-rings from journal : ^J inch. 

Width of thrust-rings | inch. 

Diameter of line shaft (steel) 2^ inches.. 

Hfength in the vessel occupied by the engine ,,. 4 feet. 

fireadth in the vessel occupied by the engine 2^ feet. 

EEeight of the engine above axis of crank shaft 4 feet. 

Satioof the space displacement of the piston of the large 

cylinder, per stroke, to that of the small cylinder 3.0879863. 

"Weight of the engine complete to after end of crank-shaft. 1, 600 pounds. 
Weight of stem-bearing, line-shafting, and condenser 

pipes 500 poundf^. 

Total weight of motive engine and appurtenances 2, 100 pounds. 

BLOWING ENGINE. 

The fuel on the boiler grate is consumed by a forced draught, caused 
"by a blast of air driven mechanically into the closed stoke-hole or fire- 
room of the vessel; this room being the water-tight compartment con- 
taining the engine and boiler. The blowing engine producing the air- 
blast consists of a separate vertical steam-cylinder, 2J inches in diame- 
ter and 5 inches stroke of piston, which operates directly an ordinary 
centrifugal fan-blower placed against the after bulkhead of the fire- room 
or machinery compartment of the vessel, through wJiich bulkhead the 
fan receives the air from the cabin compartment. The fan-blower, made 
of thin galvanized sheet- iron, is 42 inches in exterior diameter, and re- 
ceives the air in one side only through an opening of 18 inches diame- 
ter. The width of the blower at the center is 6 inches, tapering to 1^ 
inches at the periphery. The connecting-rod of the cylinder articulates 
directly upon a crank secnred to the shaft of the blower, so that the 
blower makes one revolution to each double stroke of the engine-piston. 
The engine also works an auxiliary plunger feed-pump of 1 inch diame- 
ter and 3 inches stroke, the plunger making stroke for stroke with the 
steam-piston. 

The vessel has no independent steam-pumi). Aggregate weight of 
blowing-engine, blower, and auxiliary feed-pump, 145 pounds. 

BOILER. 

(See drawing.) 

There is one Herreshotf coil boiler with a single furnace; both boiler 
and furnace being circular in horizontal projection. The boiler is formed 
of a continuous wrought-iron i)ipe of dilferent diameters, composing the 
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lieating surface, and is coiled spirally and symmetrically around and 
over the furnace. 

The continuous i>ipe is arranged in- three different kinds of coil : (1) 
An* outside vertical coil wound around an imaginary right cylinder and 
forming the outside of the boiler; in this coil the spirals of pipe touch 
or are in contact, that is, no space is left between them. (2) A hori- 
zontal coil forming the top of the above imaginary cylinder; the spirals 
of this coil are separated by a slight distance, in order to allow the pas- 
sage of the gases of combustion between them. (3) An inside coil lying 
within the imaginary cylinder referred to and so inclined over the 
grate as to form the fVusta of two cones, one superimposed upon the 
other. The spirals of this coil are separated by slight distances to allow 
the passage of the gases of combustion between them. The upper 
diameter of the upper frustum, is made as small as the iron pipe can be 
coiled to, and the opening thus left is completely closed by a plate of 
boiler iron, so as to prevent the passage of the gases of combustion 
through the opening. 

The pipe composing the coils contains the water to be vaporized, and 
the hot gases of combustion act on its exterior. The spirals of the first 
or outside coil have only half their exterior thus acted on, but those of 
the second and third coils are completely enveloped by the gases. 

The fire-grate, circular in plan, is inclosed by a circular wall of brick 
masonry, on the top of which the coils rest; and the latter are sur- 
rounded by a single sheet-iron cylindrical casing in contact with the out- 
side of the first coil. The uptake is a frustum of a right cone and rests 
upon the casing.; it is double and the inclosed space is filled with mineral 
wool. The chimney rises from the center of the top of the uptake, the 
vertical axis of the Chimney and of the boiler being in the same line. The 
whole of the gases of combustion passes first between the spirals of the 
inside coil into the space between that coil, the outside coil, and the top 
€oil, and then between the spirals of the latter into the uptake, whence 
they are delivered by the chimney. 

The feed water enters the lower spiral of the outside or cylindrical 
coil, passing upwards successively through all the spirals of that coil 
into the outer or greater spiral of the second or horizontal coil at the 
top of the boiler, thence successively through all the spirals of that coil, 
after which it enters the top spiral of the third or inclined inside coil, 
descending successively through all the spirals of that coil. In its 
passage through these coils, the feed water is first heated from the tem- 
perature of the hot well to that of the boiler, and then vaporized. Ac- 
cording to the quantity of heat thrown upon the coils, the feed water 
may not be entirely vaporized until it arrives in the lower spiral of the 
third or inside coil, or it may be entirely vai)orized at any previous spi- 
ral, in which case the remaining spirals will act as steam superheating 
surface. As it is desirable to avoid excessive superheating, both on 
account of injury to the metal of the spirals of the inside coil which are 
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exposed to the intense direct heat of the furnace, and on account-of the 
valve chests and steam cylinders of the engine, it is necessary to have 
the means of keeping whatever surface is desired, covered with water, 
and for this purpose recourse is had to a forced circulation of what may 
be called a superfluous quantity of feed water by a circulating i)ump, 
which by continually drawing this superfluous feed water from the de- 
livering or lower end of the third or inside coil and forcing it into the 
receiving end or upper spiral of the same coil keeps that coil filled to 
any desired degree with water, and thus controls the degree of super- 
heating, or entirely prevents it, if enough superfluous feed water be em- 
ployed. The pipe of the inside coil is tilled under all conditions with a 
mixture of steam and water, and the degree of superheating will depend 
on the proportion of the two. As the circulation of the superfluous feed 
water is a tax on the power of the engine, that water is entered into the 
top of the inside coil only, so that the circulating pump may absorb as 
little power as possible. 

The pressure in the boiler decreases gradually from the receiving end 
of the first or outside coil to the delivering end of the third or inside 
coil. It is at the maximum where the feed water enters, and at the mini- 
mum where the mixed steam and water are delivered. This difference 
of pressure, caused mainly by the surface resistance of the spirals and 
their continual deflection of the water from a straight course, reacts 
against both the feed pump and the circulating pump, causing the feed- 
ing of a Herreshoff boiler to be slightly more expensive in i)ower than 
the feeding of other boilers. Were it not for this difference of pressure 
the only power expended in working the circulating i)ump would be 
that due to overcoming the friction of its piston* and the resistance of 
its water to the inner surfaces and bends of the pipe between the " sepa- 
rator" and the pump, and between the pump and the receiving end of 
the third or inside coil. 

The mixed water and steam are projected from the delivering end of 
the third or inside coil into the " separator," which is merely a closed cyl- 
indrical vessel wherein the water, by its greater gravity, separates from 
the steam and falls to the bottom, while the steam is carried off from 
the top by the main steam pipe which conducts it to the valve chest of 
the §mall cylinder of the engine. Of course, the superfluous feed water 
thus collected in the bottom of the " separator" is again pumped by the 
circulating pump into the upper spiral of the third or inside coil. 

The " separator " acts both as the vessel in which the separation of the 
water and steam takes place, and as a steam drum or reservoir for main- 
taining an approximately constant pressure in the boiler during the 
intermittent drafts of steam made from it by the engine. Without a 
'^separator," and a circulating pump or equivalent to perform its func- 
tions, a coil boiler could not be used. In this boiler the water and steam 
occupy exactly opposite positions to what they do in all other boilers, 
the water being in the top of the boiler and above the steam, instead of, 
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as in other boilers, being at the bottom of the boiler with the steam 
above. This reversal of theusual relative position of the water and steam 
in a boiler is rendered possible in a coil boiler by its being con)i)osed of 
a single pipe of excessive length in proportion to inner diameter, coiled 
with a very slight inclination or pitch, and by the very small quantity 
of water in it, which flowing slowly along the spirals of the coil has 
time to become vaporized in the progress. 

Upon the " separator '^ are placed the safety-valve, the steam pressnre 
gauge, and a glass water-gauge for showing the height of the water in 
the lower portion of the ''separator." This height is the water level to 
be carried, and its maintenance regulates the quantity of superfluous 
feed water to be pumped in by the circulating pump. By i)roi)erly i)ro- 
portioning that pump any quantity of superfluous feed water can be 
ke\)t in circulation, and the current forced over the heating surfaces in 
such a torrent as to sweep off the steam bubbles as fast as formed, and 
to change and mix the water with such rapidity as to obtain the maxi- 
mum heating efiiciency from a giv^en area of those surfaces in a given 
time. The glass water-gauge on the "separator" answers the same pur- 
pose as the gauge cock son boilers of the usual construction, and requires 
to be as closely watched, for on the continuous passage through the 
coil pipe of an excess of feed water over what is vaporized dei)ends the 
preservation of the metal from burning, and of the steam from too much, 
superheating. 

The furnace consists of a circular grate, 4 feet in diameter, surrounded: 
by a circular vertical wall of fire-brick laid in fire-clay. The grate-bars 
are 2 inches in depth, with their top and bottom parallel. The inside 
diameter of the wall is 4 feet, and its outside diameter is 4 feet 7 J inches. 
The thickness of the wall is 3|| inches, audits height above the bottom 
of the grate-bars is 12| inches ; both it and the grate-bars rest upon a 
wrought-iron ring, 3 feet 10 inches in inner diameter, 4 feet 7 inches in ou tpr 
diameter, and three-eighths of an inch in thickness. Below this ring,, 
which forms its cap, is a circular wall of common brick masonry, 4 feet 
3J inches in inner diameter, 4 feet 7 J inches in outer diameter, 2^^ inches 
thick, and 5 J inches high. This wall incloses the ash-pit, the bottom of 
which is of sheet-iron, formed like an inverted frustum of a cone. The 
diameters, top and bottom, of the sheet-iron part of the ash-pit are 4 
feet 3 J inches and 2 feet; extreme depth below bottom of grate 11 inches. 
The opening for the ash-pit door is 27 inches wide ^nd 6 inches higlu 
Except this opening the ash-pit is entirely inclosed. The furnace has 
but one door; it is made in tlie brick masonry above the grate-bars, and 
its opening is 14 inches wide by 10 inches high. The outer toi) and 
bottom corners of the brick wall below the grate-bars are protected by 
angle iron bent to the ring form. 

Upon the top of the brick wall inclosing the furnace rest the three 
coils, formed of one continuous wrought-iron pipe. The first or outside 
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tcoil is composed of seventeen spirals wound around an imaginary right 
cylinder, 4 feet 4.555 inches in diameter, and 2 feet 8J inches in height 
above the top of the brick wall inclosing the furnace; the pipe of these 
spirals is 1.66 inches in exterior diameter, which makes the outside 
diameter of the spirals 4 feet 7J inches. The inside diameter of this 
pipe is 1.272 inches, and all these spirals touch, so that only half of their 
^surface is heating surface, the remaininghalf not being subjected to the 
gases of combustion. The feed- water enters the lowest of these spirals, 
between the bottom of which and the top of the brick wall inclosing 
the furnace is a wrought-iron circular box, 4 feet 7^ inches outside 
diameter, ^ inch thick, and 3.78 inches high, filled with, mineral wool. 
The top of this box is protected by an angle iron, and its center is 
hooped by a girder iron bent to ring form. The length of the axis of 
this coil is 242 feet 6 inches; half the exterior surface of this coil is 
52.693795 square feet; half its interior surface is 40.377414 square feet, 
and its conteut.is 2.140003 cubic feet. The feed- water ^raverses suc- 
cessively each spiral of this coil, ascending from bottom to top. 

The second coil, which is a continuation of the first, is horizontal, forms 
the top of the boiler, and is composed of ten spirals or convolutions. 
The outside diameter of this coil is 52J inches, and its inside diameter 
is 15J inches. The pipe of which it is made is 1.66 inches outside 
diameter, and 1.272 inches inside diameter. The length of the axis 
of this coil is 89.012 feet; the exterior surface of the coil is 38.683547 
square feet; its inner surface is 29.641851 square feety and its content 
is 0.785509 cubic foot. The space for the passage of the gases of com- 
bustion between adjacent spirals is 0.3222-|- inch wide, making the 
calorimeter or area for the passage of these gases through the second 
coil, 2.4 square feet. 

The third or inside coil is made by winding spirally the pipe of which 
it is composed, around a cast-iron shaper formed of the frusta of two 
cones, the smaller frustum being superimposed upon the larger one, and 
their angle of junction rounded. The lower or larger frustum is 46 inches 
diameter at base, 36J inches diameter at top, and 26J inches high. The 
upper or smaller frustum is 36.J inches diameter at base, 10 inches 
diameter at toj), and 3 inches high. The angle of junction of these 
two frusta is rounded on a radius of 6 inches. 

This third coil, which is a continuation of the second coil, is composed, 
commencing at the top, of a length of 7 feet of pipe, 1.66 inches outside 
diameter and 1.272 inches inside diameter; outside area 3.042116 square 
feet, inside area 2.331067 square feet, content 0.061773 cubic foot. The 
space for the passage of the gases of combustion between adjacent 
spirals of this pipe is ^2" i^^^^ wide, making the calorimeter or area for 
the passage of these gases 0.018220 square foot. Next, of a length of 
o4 feet of pipe, 1.900 inches outside diameter and 1.494 inches inside 
diameter; outside area 26.860680 square feet, inside area 21.120977 
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square feet, content 0.657390 cubic foot. The space for the passage of 
the gases of combustion between adjacent spirals of this diameter pipe 
is i iuch wide, making the calorimeter or area for the passage of tliese 
gases 0.562500 square foot. Last, of a length of 84 feet G inches of pipe 
2| inches outside diameter, and 1.933 inches inside diameter; outside 
area 52.539987 square feet, inside area 42.762019 square feet, content 
1.722062 cubic feet. The space for the passage of the gases of combus- 
tion between adjacent spirals of this diameter pipe is 0.4644 inch wide, 
making the calorimeter or area for the passage of these gases 3.270150 
square feet. 

The length of the axis of the pipe composing the three coils is 242.5+ 
89.012+145.5=477.012 feet. The exterior heating-surface of this pipe 
is 173.820125 square feet 5 its interior heating-surface is 136.233328 square 
feet/ and its content is 5.3<)6737 cubic feet. 

On the top of the second or horizontal coil, there are four bars of flat 
wrought iron Jaid radially and equi-spaced, to which are secured by nuts 
the round stirrup irons or staples which keep the spirals of that coil at 
the desired distance apart. 

On the outside of the third or inner coil there are four bars of flat 
wrought iron laid vertically and equi-spaced circumferentially, to which 
are secured by nuts the round stirrup irons or staples which keep the 
si)irals of that coil at the desired distance apart. 

In order to i)revent the third or inner coil from straightening by the 
pressure within it, it is held together by four iron straps of J inch diam- 
eter, arranged upon its outside diagonnlly, passing slantwise from top 
to bottom and crossing at the center. 

The three coils and the brick walls of the furnace and ash-pit, are in- 
closed by a cylindrical casing of sheet iron -^ inch thick and 56 inches 
external diameter. The height of the casing is 52 inches, and it is in 
contact with the bri^rk walls of the furnace and ash-pit and with the first 
or outside coil, which it hoops and thus keeps in position against the 
tendency of the inside pressure to straighten it. 

The ui)take rests symmetrically upon the casing and is composed of 
two i»arallel sheet-iron i)lates -^^ inchthick with a finch intervening 
space filled with mineral wool. The form of the uptake is a frustum of 
a right cone of 56 inches outside diameter at bottom, 16J inches outside 
diameter at top, and 8J inches height outside. 

The chimney rests upon the uptake, is 16J inches in diameter, and 13 
feet high above the toj) of the grate. 

The '^separator" is i)laced by the side of the boiler with a space of 7 
inches in the clear between them. It is a hollow cjiinder of 1% inch thick 
boiler i)late, 8f inches in outside diameter, and 39 inches in height. The 
toj) and bottom of this cylinder are screwed into hemispherical cast- 
iron ends. On the top of the upper hemisphere the safety valve is 
placed, and from the bottom of the lower hemisphere a pipe leads to the 
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circulating pump for the boiler. On the side of the cylinder near its 
bottom is placed an ordinary glass water-gauge. Inside the cylinder is 
a standing pipe of i^-iuch thick boiler plate, the upper extremity of 
which is 5f inches below the upper end of the cylinder ; the bottom of 
this pipe is screwed into a cast-iron partition forming a cylindrical cavity 
in the interior of the lower hemisphere, which cavity communicates with 
the bottom of the third coil and receives from it the water and steam 
from the boiler. The standing-pipe is 2J inches in outside diameter.. 
From the upper hemisphere the steam is conducted to the engine. The 
bottom of the lower hemisphere is fitted with a blow-off pipe and cock 
for draining the "separator" and blowing out any sediment that may 
collect in it. The total height of the separator is 52 inches. 

Beneath the boiler, immediately under its ash-pan, is a wrought-iron 
water-tank, averaging 34 by 84 inches and 7 inches in depth. Thi» 
tank is filled with fresh water for renewing any losses of water from 
the boiler due to any cause whatever. 

The following are the principal dimensions and proportions of the 
boiler: 

Diameter of the boiler to outside of casing 56 iucbes. 

Height of the boiler from bottom of ash-pit to top of uptake.. . 65 inches. 

Diameter of the furnace 48 inches. 

Area of the grate surface 12. 5664 square feet. 

Area of water-heating surface measuied on outside of coil pipe. 173.^201 square feet. 

Area of water-heating surface measured on inside of coil pipe. 136.2333 square feet.- 
Aggregate area of the spaces between the spirals of the inside or 

third coil, for the passage of the gases of combustion 3. 8509 square feet. 

Aggregate area of the spaces between the spirals of the second 

horizontal cdil, for the passage of the gases of combustion.. . 2. 4000 square feet. 

Crosb-area of the chimney 1. 4849 square feet* 

Diameter of the chimney 16^ inches . 

Height of the chimney above top of grate 13 feet. 

Steam-room in the separator 0. 95 cubic foot. 

Height of steam-room in the separator 32 inches. 

Water-room in the separator 0. 3333 cubic foot. 

Water-room in the coil pipe, supposing latter to be filled 5. 3667 cubic feet. 

Square feet of water-heating surface, measured on outside of 

coil pipe, per square foot of grate surface 13. 83213 

Square feet of water-heating surface, measured on inside of coil 

pipe, per square foot of grate surface 10. 84108 

Square feet of grate surface per square foot of space between 

the spirals of the inside or third coil, for the passage of the 

gases of combustion 3. 26325 

Square feet of grate surface per square foot of space between the 

spirals of the horizontal or second coil, for the passage of the 

gases of combustion 5. 2360O 

Square feet of grate surface per square foot of cross-area of 

chimney for the passage of the gases of combustion 8. 46279 

Weight of boiler, including separator, brick walls, grate, and 

chimney 3, 562 pounds. 
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WEIGHTS. 

The following are the weights which make up the displacement of 
the Vedette boat at the draft of water hereinbefore given in the de- 
scription of the hull, and at which the experiments were made: 

Poands. 

Weight of hull and fittings 6, 993 

Weight of engine complete to end of crank-shaft 1, 600 

Weight of condenser-pipes, line shafting, and stem bearing 500 

Weight of screw 85 

Weight of feed-pUmp attached to blowing-engine 15 

Weight of blower 50 

Weight of blowing-engine i 80 

Weight of boiler complete, with separator, grate, chimney, brick walls, &c., 

but exclusive of water 3, 562 

Weight of water-tank and miscellaneous 78 

Weight of water in boiler and separator 3:^0 

Weight of water in tank beneath boiler 7:^0 

Total weight of hull, machinery, water, and appurtenances 14, 013 

Mean weight of coal in bunkers during trials 1 , 209^ 

Mean weight of persons on board during trials 1, 450 

Total displacement 16,672^ 

SCREWS. 

Three different screws, all of brass, have been employed at different 
times in the propulsion of the Vedette boats. These screws had all the 
same diameter, namely, 35 J inches; the same diameter of hub, namely, 
4 inches; the same number of blades, namely, four; and the same frac- 
tion of pitch, namely, 0.4; but with different lengths and different 
pitches; and, consequently, with different areas of heilicoidal and pro- 
jected surfaces. In all three screws the blades were at right angles to 
the axis, and had their forward and after edges parallel when viewed 
in projection on a i^lane parallel with the axis. The pitches were uni- 
form for the entire blade, and were obtained by measurement of each 
blade in each case after the screws were cast. The weight of each screw 
was about 85 pounds. 

The three screws will be designated as screw A, screw B, and screw 
O. The following are the principal dimensions and proportions of each : 

Screw A. 

Diameter of screw 35^ inches. 

Diameter of hub 4 inches. 

Length of the screw in the direction of its axis (uniform) 4. 2 inches. 

Number of blades 4 

Pitch (uniform) of the screw 3^ feet. 

Fraction employed of the pitch 0. 4 

Helicoidal area of the blades 3.2060 square feet. 

Projected area of the blades on a plane at right angles to the 

-* *be screw 2. 7145 square feet. 
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SoRE^y B. 

Diameter of the screw 35^ inches. 

Diameter of the hub 4 inches. 

Length of the screw in the direction of its axis (unifoi-m) . . 4.9 inches. 

Number of blades 4 

Pitch (uniform) of the screw 4. 0833+feet. 

Fraction employed of the pitch 0. 4 

Helicoidal area of the blades 3. 4298 square feet. 

Projected area of the blades on a i^lane at right angles to the 

axis of the screw 2. 7145 square feet. 

SCRKW C. 

Diameter of the screw 35| inches. 

Diameter of the hub 4 inches. 

Length of the screw in the direction of its axis (uniform) 5. 3 inches. 

Number of blades 4 

Pitch (uniform) of the screw 4. 42 feet. 

Fraction employed of the pitch 0. 4 

Helicoidal area of the blades 3 4977 square feet. 

Projected area of the blades on a plane at right angles to the 

axis of the screw 2.7145 square feet. 

Performance with Screw A. 

First Trial. — The Vedette boat, when drawing 2 feet 2 inches for- 
ward, and 3 feet nine inches aft, making her mean draft of water 2 
feet llj inches, gave, when propelled by screw A, in Karragansett Bay, 
on the 23d of June, 1881, in smooth water and calm air, the following 
mean performance during two consecutive runs over a base of 3 geo- 
graphical miles: 

ENGINE. 

Steam pressure in boiler iu pounds per square inch above the atmosphere. 95 

Position of the throttle-valve Wide open. 

Vacuum in the condenser in inches of mercury . . .'. 24 

Back pressure in the condenser in pounds per square inch above zero 2. 91 

Fraction completed of the stroke of the pistons when the steam was cut 

off: both cylinders 0.6666+ 

Fraction completed of the return stroke of the pistons when the back 

pressure was cushioned ; both cylinders 0. 85 

Number of times the steam was expended 4. 32444 

Number of double strokes made per minute by the pistons of the en- 
gine 415. 

SPEED. 

Speed of the vessel per hour in statute miles of 5,280 feet 13. 5347 

Speed of the vessel per hour in geographical miles of 6,086 feet 11. 7422 

Slip of the screw (3.5 feet pitch) in per centum of its speed 18. 0000 

• 

STEAM PRESSURES IN SMALL CYLINDER PER INDICATOR. 

Pressure on piston of small cylinder at commencement of its stroke^ in 
pounds per square inch above zero 105. 

3992 2 
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Pressure on piston of small cjliiider at ])oint of cutting off the steam, in 

pounds per square inch above zero 90. 5 

Pressure on piston of small cylinder at the end of its stroke, in pounds 

per square inch above zero 61. 5 

Mean back pressures against pistiui of small cylinder during its stroke, in 

pounds per square inch above zero 28. 

Back pressure against the i>i8ton of the small cylinder at the point 

where the cushioning began, in pounds per square inch above zero 25.0 

Mean back pressure against the iiiston of the small cylinder before the 

cushioning began, in pounds per square inch above zero 26. 

Indicated pressure on the piston of the small cylinder, in pounds per 

square inch 60. Q 

Net pressure on the piston of the small cylinder, in x)ounds per square 

inch 57. 

Total pressure on the piston of the small cylinder, in pounds per square 

inch '. 82.1 

STEAM PRESSURES IX LAR(iE CYLINDER PER INDICATOR. 

Pressure on piston of large cylinder at commencement of its stroke, in 

pounds per square inch above zero 23. 

Pressure on piston of large cylinder at point of cutting off the steam, in 

pounds per square inch above zero 18. 

Pressure on piston of large cylinder at the end of its stroke, in pounds 

per square inch above zero 14. 

Mean back pressure against piston of large cylinder during its stroke, in 

pounds per square inch above zero 6. 

Back pressure against the j^iston of the large cylinder at the point where 

the cushioning began, in pounds per scjuare inch above zero 4, 

Mean back pressure against the i)iston of the large cylinder before the 

cushioning began, in pounds jier square inch above zero 4.4 

Indicated pressure on the i)iston of the large cjiinder, in pounds per 

square inch 13. 5 

Net pressure on the i)iston of the large cylinder, in pounds per square 

iuch 10.5 

Xotal pressure on the annular space of the piston of the large cylinder 

remaining after subtracting from that piston the piston of the small 

cylinder, in pounds per square inch above zero 17. 24 

HORSES-POWER. 

Indicated horses-power developed in the small cylinder 56. 1969? 

Indicated horses-power developed in the large cylinder 39. 0455? 

Aggregatt^ indicated horses-power developed by the engine 95. 24254 

Net horses-power developed in the small cylinder 5.'l. 38711 

Net horses-power developed in the large cylinder , 30. 36877 

Aggregate net horses-power developed by the engine 83. 75589 

Total horses-power developed in the small cylinder 76. Hy6lB 

Total horses-power developed in the large cylinder 33. 71534 

Aggregate total horses-power developed by the engine 110. 61l5i 

CYLINDER PRESSURES REDUCED TO LARGE CYLINDER ALONE. 



Indicated pressure in pounds per square inch that would be on tlie pis- 
ton of the large cylinder, were the indicated pressure on t\w ])i.stnn of 
the small cylinder divided by the ratio of the ana of ht* sum 11 to that 
of the large cylinder and the quotient added to the exiMMinu-i.ial indi- 
cated pressure on the piston of the large cylinder 32. 93 



« 
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Net pressure m pounds per square inch that would he on the piston of 

the large cylinder, similarly calculated to he immediately above 28.96 

Total pressure in pounds per square inch on the piston of the large cylin- 
der, corresponding to the aggregate total horses-power developed by 
the engine 38. 24 

Equivalent back pressure against the piston of the large cylinder, being 
the difference between the above total and indicated pressures, in- 
pounds per square inch 5. 31 

RATIOS. 

Per centum which the aggregate indicated horses-power developed by 

the engine are of the aggregate total horses-power 86. 12 

Per centum which the aggregate net horses-power developed by the en- 
gine are of the aggregate total horses-power 75. 73 

DISTRIBUTION OF THE POWER DURING THE ABOVE PERFORMANCE. 

The distribution of the indicated horses-power developed by the engine 
during the above performance of the vessel with screw A is calculated 
according to the following assumptions : 

Of the indicated horses-power, a portion is expended in working the 
engine ;per se, or the engine alone independently of its load ; and this 
portion which consists of the friction of the packings and moving parts 
of the engine including the screw shafting must be first deducted be- 
cause no power can be applied to the screw or developed externally of 
the engine until the friction of the engine itself is counterbalanced by 
an equivalent pressure on the piston ; in fact, until this pressure is ex- 
ceeded, the engine cannot move. In the case of the engine of the Vedette 
boat, the pressure required to work it per se is taken at 3 pounds per 
square inch of each steam piston. 

After the deduction of the horses-power required to work the engine 
per scj from the indicated horses-power developed by the engine, the re- 
mainder, called the net horses-power, is applied to the crank pin, and does 
work external to the engine. A friction attends the development of the 
net horses- power, additional to that of the unloaded engine and propor- 
tional to the net power, let the latter be what it may. This friction is 
tbat which is produced by the articulations of the engine moving under 
the net pressure, and is quite independent of the friction due to the 
mere weight of the moving parts and to the tightness of the packings. 
It is assumed to be 7.5 per centum of the net pressure or net power. 

Then, there are the horses-power expended in overcoming the resist- 
ance of the water to the surface of the screw-blades ; that is to say, in 
overcoming the skin resistance experienced by the screw-blades during 
their helical passage through the water. This resistance is taken to be 
0.45 pound avoirdupois per square foot of helicoidal surface moving in 
its helical path with a velocity of 10 feet per second, and for other ve- 
locities this 0.45 pound is modified in the ratio of their squares to the 
square of 10. When the dimensions of the screw are known, and the 
number of revolutions it makes per minute, the horses power expended 
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in overcoming' the surface resistance of its blades can be calculated bj 
means of the above data. 

Then^ still remain to be determined the portions of the net horses- 
power exiiended in the slip of the screw and in the propulsion of the 
vessel. These are ascertained as follows : The sum of the horses-powa 
exi)ended in overcoming the friction of the load and in overcoming the 
resistance of thi* water to the surface of the screw-blades, being deducted 
from the net horses-power, the remainder is divided between the horses- 
1)0 wer expended in the slip of the screw and in the propulsion of the 
vessel in the ratio of the speeds of the two, the pressure exercised bj 
the screw forward in i^ropelling- the vessel, and backward ui)on there- 
ceeding mass of water constituting the slip of the screw being the same. 
Hence, if the aforesaid remainder of power be multiplied by the speel 
of the slip expressed in fractions of the axial speed of the screw, the 
product will be the horses power expended in the slip, which, being sub- 
tracted from the above remainder, leaves the residue as the horses-power 
expended in the propulsion of the vessel. 

The necessary calculations having been made in accordance with 
foregoing assumptions give the following for the distribution of the 
power during the experiment with screw A on the 23d of June, 1881: 



Horses- 
power. 



Percentimi 



Indicated horses-power developed by the en«?ine 95. 24254 i 

Horses-power expended in working the engine per xe j 11. 44665 ' 

Net horses-power applied to the crank-pins | 83J 75589 



ioa« 



Horses- power absorbed by the friction of the load 6. 28169 

Horses-power expended in overcoming the resistance of the water to the sur- 
face of the scrow-blatles j 7. 52091 

Horses-power expended in the slip of the screw 12, 59i59 

Horses-power expended in the propulsion of the vessel 57. 36170 

Totals 



7.9 

8N 

15.tf 

6a« 



83. 75589 



loan 



THRUST OF THE SCREW\ 



The thrust of the screw, as it would have been measured by a dyna- 
mometer directly applied to the shaft during the above performance, 
calculated from the data therein given and in the distributioa of the 
power, is as follows: 

The horses-power expended in the propulsion of the vessel according 
to the distribution of the power, being 57.36170, is equal to (57.36170 x 
33000=) 1892936.1 foot-pounds of work per minute; and the speed of { 
the vessel being 11.7432 geographical miles per hour, is equal to 

( — — "7»/r =j 1191.050487 feet per minute; hence the resistance 

of the vessel at that speed, or its equivalent the thrust of the screw, is 
Z' 1892936.1 \iKQno ^ 

( 1191:050487 =; '^^^-^ P"'^^^^- 



1,01822 
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I>ETERMINAT10N OF THE POWER EXPENDED IN OVERCOMING THE RESISTANCE OF 
THE WATER TO THE IMMERSED EXTERNAL OR WETTED SURFACE OF THE HULL. 

Taking the resistance of the water to one square foot of rolled copper 
surface, moving in it with the velocitj^ of 10 feet per second, to be 0.45 
pound 5 and at other velocities to be this quantity modified in the ratio 
of their squares to the square of 10; and deduciug from the speed of the 
vessel the mean speed of its immersed surface due to the iuclination of 
its horizontal water-lines to its longitudinal central plane, there results 
for that speed 19.635 feet per second ; and, cousequently, a surface re- 
sistance of (102:0.45:: 19.6352:) 1.7349 pounds per square foot moving 
with that velocity. 

As the immersed external or wetted surface of the vessel during the 
above performance was 355.5 square feet, the power expanded in 
overcoming its resistance was /^ 355iBx 1.7349 x 19.635 x 60 ^ X 33 

horses-power; consequently, of the 57.36170 horses-power required to 
propel the hull alone at the experimental speed, (^??:^^^^^il?2=^ 

38.385 per centum, were expended in overcoming the resistance of the 
water to the wetted surface, and the remaining 61.615 per centum were 
expended in the displacement of water by the immersed solid of the 
Lull, irrespective of the resistance of its immersed surface. 

Second trial with screw A. — The Vedette boat, when drawing 
2 feet 2 inches forward and 3 feet 9 inches aft, making her mean draught 
of water 2 feet 11 J inches, gave on her second trial with screw A, in 
Narragansett Bay, on the 24th of June, 1881, the following mean per- 
formance during two consecutive runs over a base of one statute mile 
in smooth water and calm air. 

ENGINK. 

JSteam pressure in boiler, in pounds per square inch above the atmosphere. 38. 

Position of the throt le- valve Wide open. 

Vacuum in the condenser, in iuches of mercury 23. 5 

Back pressure in the condenser, in pounds per square inch above zero 3. 15 

Fraction completed of the stroke of the pistons when the steam was cut 

off; both cylinders 0. 66666+ 

Fraction completed of the I'eturn stroke of the pistons when the back 

pressure was cushioned. ; both cylinders 0. 85 

Number of times the steam was expanded 4. 32444 

Number of double strokes made per minute by the pistons of the engine. . 306. 723 

SPEED. 

Speed, of the vessel per hour in statute miles of 5,280 feet 10. 55232 

Speed of the vessel per hour in geoofraphical miles of 6,086 feet 9. 15482 

Slip of the screw (3.5 feet pitch) in per centum of its speed 13. 5 

STEAM PRESSURES IX SMALL CYLINDER PER INDICATOR. 



Pressure on piston of small cylinder at commencement of its strolto, in 

pounds per square inch above zero 47. 50 
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rrcssure on piston of small cylinder at point of cutting off the steam, in 

pounds per square inch ahove zero 38. 00 

Pressure on piston of small cylinder at the end of its stroke, in pounds 

per scjuare inch above zero 16. 75 

Mean back iiressure against piston of small cylinder during its stroke, in 

pounds per square inch above zero 16. 25 

Back pressure against the piston of the small cylinder at the point where 

the cushioning began, in pouuds per scjuare inch above zero , 14. 80 

Mean back pressure against the piston of the small cylinder before the 

cushioning began, in pounds per square inch above zero 15. 00 

Indicated i)res8ure on the piston of the small cylinder, in pounds per 

square inch 23. 75 

Net pressure on the piston of the small cylinder, in pounds per sqaare 

inch 20.75 

Total pressure on the piston of the small cylinder, in pounds per square 

inch 36.50 

STEAM PRESSURES IX LAR(iE CYLINDER PER INDICATOR. 

Pressure on piston of large cylinder at commencement of its stroke, in 
ponnds per square inch above zero 14. 00 

Pressure on piston of large cylinder at point of cutting off the steam, in 
pounds per square iucli above zero 9.25 

Pressure on piston of large cylinder at the end of its stroke, in pounds 

per square inch ahove zero 7. 10 

Mean back pressure against piston of large cylinder during its stroke, in 

pounds per square inch al»ove zero 5. .SO 

Back pressure agaiusr. the piston of the large cylihder at the iioiut where 

the cushioning began, in pounds per square inch above zero 4. 25 

Mean back pressure against the i)i8ton of the large cylinder before the 

cushioning began, in pounds per square inch above zero , 4. 60 

Indicated pressure on the piston of the large cylinder, in pounds per 
square inch 5. 75 

Net pressure on the piston of the large cylinder, in pounds per square 

inch 2. 75 

Total pressure on the annular space of the piston of the large cylinder re- 
maining after subtracting from that piston the piston of the small cyl- 
inder, in pounds per square inch above zero 9. 66 

HORSES POWER. 

Indicated horses-power develoi>ed in the small cylinder 16. 44086 

Indicated horses-power developed in the large cylinder 12.29148 

Aggregate indicated horses-power developed by the engine 2vS. 73234 

Net horses-po% fer developed in the small cylinder 14. 36417 

Net horses-powipr develojied in the large cylinder 5. 87853 

Aggregate n(^t Uorses-power developed by the engine 20. 24270 

Total horses-iio v\er developed i n the small cy li udor , , 25. 26700 

Total hor8es-i)o \fcr developed in the large cylinder 13. 05349 

Aggregate total Lprses-power developed by the engine 38. 32049 

CYLIx\>ER PRESSURES REDUCED TO LARGE CYLINDER ALOXE. 
\ 

Indicated prcosunlin pounds i)er square iuch that would be on the ])iston 
of the large cyliAdor, were the indicated pressure on the piston of the 
small cylinder divided by the ratio of the area of the small to that of 
the large cylindc* and the quotient added to the experimental indicated 
pressure on the iiston of the large cylinder 13. 44 
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Net pressure in pounds per square incli that would ba on the piston of 

the large cylinder, similarly calculated to the immediately above 9.47 

Total pressure in pounds per square inch on the piston of the large cyl- 
inder, corresponding to the aggregate total horses-power developed by 
the engine 17.9265 

^Equivalent back pressure against the piston of the large cylinder, being 
the diflFerence between the above total and indicated pressures, in 
pounds per square inch 4. 4865 

RATIOS. 

Per centum which the aggregate indicated horses-power developed by 

the engine are of the aggregate total horses-power 74. 979 

Per centum which the aggregate net horses-power developed by the en- 
gine are of the aggregate total horses-po wer 52. 825 

DISTRIBUTION OF THE POWER DURING THE ABOVE PERFORMANCE. 

The distribution of the indicated horses-power during the above sec- 
ond trial of the vessel on the 24th of June, 1881, with screw A, calculated 
in the manner previously described, is as follows : 



; Per centum 
Horses- ' of the net 
power. horses- 
power. ■ 



Indicated horses-power developed by the engine ' 28. 73234 

Horses-power expended in working the engine per se : 8. 48964 



Net horses-power applied to the crank-pins I 20. 24270 100. 00 

Horses-power absorbed by the friction of the load ! 1. 51820 7. 5f^ 

Hornes-power expended in overcoming the resistance of the water to the sur- i 

face of the screw-blades 3.03654 15.00 

Horses-power expended in the slip of the screw 

Horses-power expended in the propulsion of the vessel 



Totals . 



2.11787 10.46 

13.57009 67.04 



20.24270 100.00 



THRUST OF THE SCREW. 



The thrust of the screw as it would have been measured by a dyna- 
mometer directly applied to the shaft during the above performance, 
calculated in the manner previously described, is as follows: 13.57009 x 
33000=447812.97 foot-pounds of work per minute. Speed of vessel per 

. . 9.15482x6086 noo^AQn^ ^ a i^-i ^ ^ 447812.97 

minute= ^ =928.6039 feet. And thrust of screw = ^^^ ,.,,„. = 

60 928.6039 

482.24 pounds. 

DETERMIXATIOX OF THE POWER EXPENDED IN OVERCOMING THE RESISTANCE OF THE 
WATER TO THE IMMERSED EXTERNAL OR WETTED SURFACE OF THE HULL. 

The power expended in overcoming the resistance of the Avater to the 
wetted surface of the hull during the second trial of the vessel on the 
24th of June, 1881, with screw A, calculated in the manner previously 
described, is as follows : 

Mean speed of the watery molecules over the immersed surface of the 
hull =9 28.602 feet per minute or 15.4767 feet per second^ at wMcik 
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velocity the resistance of the square foot of wetted surface would be 
(102 . 45 . . 15.47C72) : 1.077876 pounds. And the horses-power required 
to overcome this resistance for 355.5 square feet of immersed surface 
wouldbe/l:^i^«><S|:-^><»?-«l«2 _N^ consequently, of the 

\^ ooOOO J 

13.57009 horses-power required to propel the hull alone at the experi- 
mental speed, Q^^^}^ ^122 = \ 79.459 per centum, were expended in 

overcoming the resistance of the water to the wetted surface, and the 
remaining 20.541 per centum were expended in the displacement of wa- 
ter by the immersed solid of the hull irrespective of the resistance of its 
immersed surface. 

COMPARISON OF THE RESULTS OF THE FIRST AND SECOND TRIALS WITH SCREW A 

In the first trial with screw A, the speed of the vessel was 11.74220 
geographical miles per hour, and the slip of the screw was 18 per cen- 
tum of its axial speed or 2.57756 geographical miles per hour ; the 
screw's thrust being 1,589.30 pounds. 

In the second trial with screw A, the speed of the vessel was 9.15482 
geographical miles per hour, and the slip of the screw was 13.5 per cen- 
tum of its axial speed or 1.42879 geographical miles per hour; the 
screw's thrust being 482.24 pounds. 

The resistances of the vessel in the two trials should compare as the 
squares of the slips of the screw in geographical miles per hour, or as 

/2^77562 \ 3 25440 to 1 .0000 : thev actually did compare as (^^~^ 
Vl.428792-y . J 1 V^ 482.24 J 

3.29566 to 1.00000. 
Agaiti,the speeds of the vessel in the two trials compare as ( * --. ^^- = ) 

1.00000 and 1.28262, the squares of which are 1.00000 and 1.64511 ; con- 
sequently, had the resistance of the vessel in the tAvo trials been as the 
squares of the speeds, the immediately above numbers should have 
been in the ratio of the respective thrusts of the screw. These thrusts 
were 482.24 and 1,589.80 pounds, or as 1.00000 and 3.29566, which is 
nearly double what should have been the case had the resistances of the 
vessel at the two experimental speeds been in the ratio of the squares 
of those speeds. 

In accordance with this enormous increase of the resistance of the 
vessel at its higher speed above the law of the squares of the speeds, 
the slip of the screw instead of being constant at both speeds,, as it 
would have been had the vessel's resistances been as the squares of 
those speeds, is found to increase from 13.5 per centum of its axial sx)eed 
to 18 i^er centum, the recession of the watery fulcrum of the screw in 
the latter case being 2.57756 geographical miles per hour. Had the 
slip of the screw at the vessel's higher speed of 11.74220 geographical 
31 hour been 13.5 per centum, the same as at its lower speed of 
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9.15482 geographical miles per hour, the recession of the watery fulcrum 
-would have been only 1.83260 geographical miles per hour instead of 
the 2.57756 which it actually had with the experimental slip of 18 per 
centum. Now, the resistances of the vessel in the two cases are meas- 
ured by the sqi^ares of the recessions of the Avatery fulcrum in geographi- 
cal miles per hour; consequently, tliese resistances should compare as 
1.832602 and 2.57756^, or as 1.0000 and 1.9784, or nearly double. 

The vessel's resistance at the speed of 9.15482 geographical miles per 
hour being 482.24 pounds, it should have been, according to the law of 
the squares of the speeds, (482.24 x 1.64511 = ) 793.34 pounds at the speed 
of 11.74220 geographical miles per hour, but at that speed it actually 
was 1,589.30 pounds, or nearly double what it should have been accord- 
ing to the law, thus showing that the experimental slips of the screw in 
the two cases are exact. Also, that the method of calculation and the 
constants employed are correct. 

Thibd trial with screw a. — The Vedette boat when drawing 2 
feet 2 inches forward and 3 feet 9 inches aft, making her mean draught 
of water 2 feet 11 J inches, gave on her third trial with screw A in Nar- 
ragansett Bay on the 24th of June, 1881, the following mean perform- 
ance during two consecutive runs over a base of one statute mile in 
smooth water and calm air. 

ENGINE. 

Steam pressure in boiler in pounds per square incli above the atmosphere . . 1 9. 5 

Position of the throttle-valve Wide open. 

Vacuum in the condenser in inches of mercury 23. 75 

Back pressure in the condenser in pounds per square inch above zero 3. 03 

Fraction completed of the stroke of the pistons when the steam was cut 

oflf; both cylinders 0.66666+ 

Fraction completed of the return stroke of the i^istons when the back press- 
ure was cushioned ; both cylinders 0. 85 

Number of times the steam was expanded 4. 32444 

Number of double strokes made per minute by the pistons of the engine, . 220. 

SPEED. 

Speed of the vessel per hour in statute miles of 5,280 feet 7. 7000 

Speed of the vessel per hour in f^eograpbical miles of 6,086 feet 6. 6803 

Slip of the screw (3.5 feet pitch) in per centnm of its speed 12. 

STEAM PKESSURES IN SMALL CYLINDER PER INDICATOR. 

Pressure on piston of small cylinder at commencement of its stroke, in 

pounds per square inch above zero 30. 60 

Pressure on piston of small cylinder at point of cutting off the steam, in 

pounds per square inch above zero 24. 20 

Pressure on piston of small cylinder at the end of its stroke, in pounds per 

square inch above zero 17. 42 

Mean back pressure against piston of small cylinder duriug its stroke, in 

pounds per square inch above zero 12. 42 

Back pressure against the piston of the small cylinder at the point where 

the cushioning began, in ])onnd8 per square inch above zero 10. 85 
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Meau back pressure against the piston of the small cylinder before the 

cushioning began, in pounds per square inch above zero 11. 60 

Indicated pressure on the piston of the small cylinder, in pounds per square 

inch 14.00 

Net pressure on the piston of the small cylinder, in pounds per square 

inch 11.00 

Total pressure on the piston of the small cylinder, in pounds per square 

inch 23.86 

STEAM PRESSURES IN LARGE CYLINDER PER INDICATOR. 

Pressure on piston of large cylinder at commencement of stroke, in pounds 
per square inch above zero 9. 75 

Pressure on piston of large cylinder at point of cutting oif the steam, in 
pounds per square inch above zero 7. 50 

Pressure on piston of large cylinder at the end of its stroke, in pounds per 
square inch above zero 5. 70 

Mean back pressure against piston of large cylinder during its stroke, in 
pounds per square inch above zero 4. 85 

Back pressure against the piston of the large cylinder at the point where 
the cushioning began, in pounds per square inch above zero 4. 45 

Mean back pressure against the piston of the large cylinder before the 
cushioning began, in pounds per square inch above zero 4. 60 

Indicated pressure on the piston of the large cylinder, in pounds per square 
inclf 3.50 

Net i)res8ure on the piston of the large cylinder, in pounds per square inch . 0. 50 

Total pressure on the annular space of the piston of the large cylinder re- 
maining after subtracting from that piston the piston of the small cyl- 
inder, in pounds per square inch above zero 7.41 

HORSES-rOWER. 

Indicated horses-power developed in the small cylinder 6. 95129 

Indicated horses-power developed in the large cylinder 5. 36637 

Aggregate indicated horses-p9 wer developed by the engine 12. 31766 

Net horses-power developed in the small cylinder 5.46173 

Net horses -power developed in the large cylinder 0. 76662 

Aggregate net horses- power developed by the engine 6. 22«535 

Total horses-power developed in the small cylinder 11. 84698 

Total horses-power developed in the large cylinder 7. 68217 

Aggregate total horses-power developed by the engine 19. 52915 

CYLINDER PRESSUKES REDUCED TO LARGE CYLINDER ALONE. 

Indicated pressure in pounds per square inch that would be on the piston 
of ihe large cylinder, were the indicated pressure on the piston of the 
small cylinder divided by the ratio of the area of the small to that of 
the large cylinder, and the quotient added to th^ experimental indicated 
pressure on the piston of the large cylinder 8. 034 

Net pressure in pounds per square inch that would be on the piston of the 
large cylinder, similarly calculated to the immediately above 4. 062 

Total pressure in pounds ])er square inch on the piston of the large cylin- 
der, corresponding to the aggregate total horses-power developed by the 
engine 12. 738 

Equivalent back pressure against the piston of the large cylinder, being 
the difference between the above total and indicated pressures, in pounds 
per square inch •- 4. 704 
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RATIOS. 

Per centum which the aggregate indicated horses-power developed by the 

engine are of the aggregate total horses-power 6.3. 07 

Per centam which the aggregate net horses-power developed hy the engine 

are of the aggregate total horses-power 31.89 

DISTRIBUTION OF THE POWER DURING THE ABOVE PERFORMANCE. 

The distribution of the indicated horses-power durmg the above third 
trial of the ves-sel on the 24th of June, 1881, with screw A, calculated in 
the manner previously described, is as follows : 

. 

I Per ceiitani 
I Horses- ' of the net 
j power. horses- 

! power. 



Indicated horses-power developed by the enffiue 

Horses-power -expended in working the engine per se 

Net horses-power applied to the crank-pins 

Horses-power absorbed by the friction of the load 

Horses-power expended in overcoming the resistance of the water to the sur- 
face of I he screw-blades 

Horses-power expended in the slip of the screw 

Horses-power expended in the propulsion of the vessel 

Totals 



12.31766 
6. 08931 



6. 22835 100. 00 



0.46713 ! 7.50 

1.12033 17.99 

0. 5.5691 8. 94 

4.08398 I 65.57 



6. 22835 i 100. 00 



THRUST OF THE SCREW. 

The thrust of the screw as it would have been measured by a dyna- 
mometer directly applied to the shaft during the above performance, 
calculated in the manner previously described, is as follows: 4.08398 x 
33000 = 134771.34 foot-pounds of work i)er minute. Speed of vessel 

per minute = ^•^^^^^^^?^--= 677.G051 feet. And thrust of screw = 

00 

134771.34 .oQao 1 

67776051 = ^^^-^^ 1^^""^^'- 

DETERMINATION OF THE POWEK EXPENDED IN OVERCOMING THE RESISTANCE OF 
THE WATER TO THE IMMERSED EXTERNAL OR WETTED SURFACE OF THE HULL. 

The power expended in overcoming the resistance of the water to the 
wetted surface of the hull during the third trial of the vessel on the 
24th of June, 1881, with screw A, calculated in the manner previously 
described, is as follows: 

Mean si)eed of the watery molecules over the immersed surface of the 
hull = 669 feet per minute or 11.15 feet per second, at Avhich velocity 
the resistance of the square foot of wetted surface would be (10-: 0.45 : : 
11.15^:) 0.55945125 pound. And the horse-power required to overcome 
this resistance for 355.5 square feet of immersed surface would be 
/-0.55945125^X 355.5 x 669^ \ ^ ^^3^^^ ^ ^^.^^^ ^^^ foregoing dis- 
V 33000 / ' ^ ^ 

tribution of the power, it appears that the horses-power required to 
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propel the vessel, pure and simple, was 4.08398; hence, the resistance 
of the hull of the Vedette boat at the speed of 6.6803 geographical 
miles per hour, with her experimental draft of water, was just w^hat 
Avas due to her immersed external or Avetted surface ; the power ex- 
pended in the displacement of the wat<3r by her fore body beiug just 
recovered by the propelling action of the ascending column of water 
against her after body. 

COMPARISON OF THE RESULTS OF THE SECOND AND THIRD TRIALS WITH SCRKW A. 

In the second trial with screw A, the speed of the vessel was 9.15482 
geographical miles per hour, and the slip of the screw was 13.5 per cen- 
tum of its axial speed or 1 .42879 geographical miles per hour; the screw's 
thrust being 482.24 pounds. 

In the third trial with screw A, the speed of the vessel was 6.68030 
geographical miles per hour, and the slip of the screw was 12 per centum 
of its axial sp'eed or 0.91093 geographical miles per hour ; the screw's 
thrust being 198.89 pounds. 

The resistances of the vessel in the two trials should compare as the 
squares of the slips of the screw in geographical miles per hour, or as 

raS'^) ^-^^^^^ ^"^ ^'^^^^^ ' ^^'^^^ actually did compare as (^||J=) 
2.42466 to 1.00000. 
Again, thespeeds of the vessel in the two trials compare as ( v.VuAQn= ) 

1.00000 and 1.37042, the squares of which are 1.00000 and 1.87805; con- 
sequently, had the resistance of the vessel in the two trials been as the 
squares of the speeds, the immediately above numbers should have been 
in the ratio of the respective thrusts of the screw. These thrusts were 
198.89 and 482.24 pounds, or as 1.00000 and 2.42466, which latter is about 

2.42466-1.87805x100 \oa^n ^ 4- *^ i .. •<. 
Q^DA- = ) 29.15 per centum greater than what it 

1.8 /80o y 

should have been had the resistances of the vessel at the two exj^eri- 
mental si)eeds been in the ratio of the squares of those speeds. 

In accordance with this considerable increase of the resistance of the 
vessel at its higher speed above the law of the squares of the speeds, 
the slip of the screw instead of being constant at both speeds, as it 
would have been had the vessel's resistances been as the square of those 
speeds, is found to increase from 12 per centum of its axial speed to 13.5 
per centum, the recession of the watery fiilcrum of the screw in the lat- 
ter case being 1.42879 geographical miles per hour. Had* the slip of the 
screw at the vessel's higher speed of 9.15482 geographical miles per 
hour been 12 x>er centum, the same as at its lower speed of 6.68030 
geographical miles per hour, the recession of the watery fulcrum would 
have been only 1.24839 geographical miles per hour instead of the 
1.42879 which it actually had with the experimental slip of 13.5 x)er 
centum. Now, the resistances of the vessel in the two cases are meas- 
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ured by the squares of the recessions of the watery fulcrum in geograph- 
ical miles per hour; consequently, these resistances should compare as 
1.248392 and 1.428792, or as 1.00000 to 1.30988- By the preceding method 
they compared as 1.0000 to 1.29 15 or very nearl^^ the same. 

The vessel's resistance at the speed of f>.68030 geographical miles 
being 198.89 pounds, it should have been, according to the law of the 
squares of the speeds, (198.89 x 1.87805) = 373.53 pounds at the speed 
of 9.15482 geographical miles per hour, but at that speed it actually was 
482.24 pounds, or 29.01 per centum more than what it should have been 
according to the law, which is a very close agreement with the preceding 
results. 

Other trials with screw A to ascertain its slip at higher 
SPEEDS. — After the completion of the previously described trials with 
screw A, which were made at speeds sufficiently low to enable indicator 
diagrams to be taken, two other trials were made at higher speeds on 
the 24th of June, 1881, over a base of 3 geographical miles in Karra- 
gansett Bay, the water being smooth, the tide slack, the air calm, and 
the vessel at her draught of water of 2 feet 2 inches forward, and 3 feet 
9 inches aft, mean 2 feet llj inches. Each trial consisted of two con- 
secutive runs over the base, with the conditions maintained uniform 
throughout each pair of runs, and was made to ascertain the slip of the 
screw at higher rates of speed. The fuel consumed during these experi- 
ments, as well as during the previous ones, was ordinary anthracite. 
The results were as follows: 

ME.VNS OF THE FIRST TWO CONSECUTIVE RUNS. 

Stoam pressure iu boiler in pounds per square inch above atmosphere .. . 120. 

Position of throttle- valve Wide open. 

Fraction of sti*bke of piston of both cylinders completed when the stqam 

was cut off : 0.66666+ 

Fraction of return stroke of piston of both cylinders completed when the 

back pressure was cushioned. ...4. 0. 85 

Vacuum in the condenser in inches of mercury 22. 

Number of double strokes made per minute by the pistons 485. 5949 

Speed of the vessel per hour in statute miles of 5,280 feet ^5. 79279 

Speed of the vessel per hour in geographical miles of 6,086 feet 13. 70127 

Slip of the screw in per centum of its speed 18. 2290 

Air pressure in fire room above that of the atmosphere, measured by the 

height in inches of a water column at the temperature of 75 degrees 

Fahrenheit , 2.875 

Air pressure in fire- room above that of the atmosphere, in fraction of a 

pound per square inch 0. 10354 

Revolutions of the blower per minute 850. 

MEANS OF THE SECOND TWO CONSECUTIVE RUNS. 

Steam x)ressure in boiler in pounds per square inch above the atmosphere. 140. 

Position of the throttle- valve Wide open. 

Fraction of stroke of piston of both cylinders completed when the steam 

was cutoff : 0.66666+ 
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Fraction of return stroke of piston of both cylinders completed when the 

back pressure was cushioned 0. 85 

Vacuum in the ccmdenser in inches of mercury 21. 

Number of double strokes made per minute by the pistons 5IiO. 16087 

Speed of ihe vessel per hour in statute miles of 5,5^80 feet 17. 28977 

Speed of the vessel per hour in geograpliical miles of H,08G feet 15. 00000 

Slip of the screw iu per centum of its speed 18. 0000 

Performance with screw B. 

No indicator diagrams were taken during the trials of the vessel with 
screw B ; consequently the only results with it were its slip and the 
speed of the vessel. 

These trials were made in June, 1882, with the vessel at the follow- 
ing draught of water, namely: Forward, 2 feet 5 J inches; aft, 3 feet 5J 
inches; mean, 2 feet 11 J inches. This draught of water differing from 
that of the previous trials with screw A, in being 3J inches more forward 
and 3 J inches less aft, no comparison can be made between the slips of 
the two screws. 

At all speeds below 7 geographical miles per hour the slip of screw B 
was constant at 13J per centum of its axial speed. At 10 geographical 
miles per hour the slip had gradually increased to 22 per centuna ; and 
at 12 geograpliical miles per hour it had reached its maximum of 24 
per centum, after which it remained constant up to the maximum ex- 
perimental speed of 14 geographical miles per hour. 

Three principal trials were made with screw B over a base of 12 stat- 
ute miles iu Narragansett Bay, the water being smooth and the breeze 
very light. Each trial consisted of four runs made consecutively over the 
base with the conditions maintained as uniformly as possible. Iu one 
of these trials the fuel was anthracite ; in the other two it was briquet- 
tes d'Anzin, obtained from the French corvette Chasseur. These bri- 
quettes are made of an excellent semi bituminous coal found iu the 
northeast corner of France. This coal, being pulverized, washed to 
separate its earthy matter, and mixetl Avith a very slight proportion of 
coal tar to give it cohesion, is formed into large rectangular masses or 
bricks by a powerful press. These briquettes contain about 5 per cent- 
um of light ash; they are very free-burning, form no clinker, make 
scarcely any smoke, and as a steam-generating fuel are but little if any 
inferior to the best Welsh coal. 

The anthracite Vas slow-burning, and contained 17 per centum of 
earthy matter, of which one-half formed a strongly adhesive slag* or 
clinker upon the fire-grate. The comparison furnished by the results 
of the trials with anthracite and with the briquettes d'Anzin places the 
relative merits of these fuels in a veiy clear light as regards their value 
for vessels in the generation of steam, and shows most clearly why, 
other things being equal, the steamships of the United JStates ^avy 
burning anthracite require more boiler for equal speed than the steam- 
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ships of the British and French navies, which burn the best Welsh coal 
or its equivalent, the briquettes d'Anzin. 

Trial of screw B with anthracite. — The total time occupied by 
this experiment, including the turnings at the ends of the base, was 3 
hours 49 minutes consecutively. The results will be given for each run 
over the base separately, the speed being calculated in each case from 
the slip of the screw as previously determined. Date of trial June 13^ 
18S2. 

FIRST RUN. 

Steam pressure in boiler in pounds per square inch abov^e atmosphere 115. 

Number of double strokes of pistons made per minute 438. 33333 

Slip of the screw in per centum of its speed 24. 

Air pressure in fire-room above atmosphere in inches of water 1. 29 

Revolutions of the blower per minute 541. 

Speed of the vessel in statute miles per hour 15. 45790 

Speed of the vessel in geographical miles per hour 13. 41072 



SECOND RUN. 



steam pressure in boiler in pounds per square inch above atmosphere 110. 

Number of double strokes of pistons made per minute 420.55555 

Slip of the screw in per centum of its speed 24. 

Air pressure in fire-room above atmosphere in inches of water 2. 58 

Revolutions of the blower per minute 757. 

Speed of the vessel in statute miles per hour 14. 83096 

Speed of the vessel in geographical miles per hour 12. 86682 

THIRD RUN. 

steam pressure in boiler in pounds per square inch above atmosphere 71. 5 

Number of double strokes of pistons made per minute 363. 2000O 

Slip of the screw in per centum of its speed 23. 

Air pressure in fire-room above atmosphere in inches of water 2. 48 

Revolutions of the blower per minute 742. 

Speed of the vessel in statute miles per hour 12. 97683 

Speed of the vessel in geographical miles per hour 11. 25H24 

FOURTH RUN. 

steam pressure in boiler in pounds per square inch above atmosphere 52. 

Number of double strokes of pistons made per minute 299. 00000' 

Slip of the screw in per centum of its speed 18. 

Air pressure in the fire-room above atmosphere in inches of water 1. 25 

Revolutions of the blower per minute 526. 

Speed of the vessel in statute miles per hour ^ 11. 37672: 

Speed of the vessel in geographical miles per hour 9. 87005 

MEANS OF THE ABOVE FOUR RUNS. 

Steam pressure in boiler in pounds per square inch above atii:osphere 87. 125 

Nn uiber of double strokes of pistons made per minute 380. 27222 

Slip of the screw in per centum of its speed 22. 5818 

Air pressure in fire -room above atmosphere in inches of water 1. 90 

Revolutions of the blower per minute . .• 649. 77 

Speed of the vessel in statute miles per hour 13. 66060 

Speed of the vessel in geographical miles per hour ^X.'^^^>S» 
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TiiiAi. or SCREW H WITH HRK^UETTES d'Anzin. — ^The total time 
occupied by this experiment, iiichiding the turnings at the ends of the 
base, was exactly three consecutive hours. The results will be given 
for each run over the base separately, the speed being calculated in each 
case from the slip of the screw as previously determined. The date of 
the trial was June 21, 1882. 

FIRST nvs. 

Steam i)ressure in bpiler iu pounds per s(inarc inch above atmospliero 132. 

Number of double strokes of pistons made per minute. 478.21101 

Slip of the screw in per centum of its speed , 24. 

Air pressure in the fire-room above atmosphere in inches of water 2. 

Revolutions of the blower per minute 667. 

Speed of the vessel in statute miles i)er hour 16. 86419 

Speed of the vessel in geographical miles per hour 14. 63077 

SECOND RUX. 

Steam pressure in boiler *in pounds per square inch above atmosphere 130. 

Number of double strokes of pistons made per minute 471. 42857 

Slip of the screw in per centum of its speed 24. 

Air pressure in the fire-room above atmosphere in inches of water 2. 

Revolutions of the blower per minute 667. 

Speed of the vessel in statute miles per hour 16. 62500 

Speed of the vessel in geographical miles per hour 14. 42326 

THIRD RUX. 

Steam i)rossure in boiler in pounds i)er square inch above atmosphere 130. 

Number of double strokes of pistons made per minute 454. 75914 

Slip of the screw in per centum of its speed 24. 

Air pressure in fire- room above atmosphere in inches of water 2. 8 

Revolutions of the blower per minute 788. 

Speed of the vessel in statute miles per hour 16. 03715 

Speed of the vessel in geographical miles per hour 13. 91327 

FOURTH RUN. 

Steam pressure in boiler iu pounds per square inch above atmosphere 126. 

Number of double strokes of pistons made per minute 460. 40724 

Slip of the screw in per centum of its speed 24. 

Air pressure in fire- room above atmosphere in inches of water 2. 6 

Revolutions of the blower per minute 760. 

Speed of the vessel in statute miles per hour 16.23633 

Speed of the vessel in geographical miles per hour 14. 08607 

MEANS OF THE ABOVE FOUR RUNS. 

Steam pressure iu boiler in pounds per square inch above atmosphere 129. 5 

Number of double strokes of pistons made per minute 466. 20149 

Slip of the screw in per centum of its speed 24. 

Air pressure in fire-room above atmosphere in inches of water 2. 35 

Revolutions of the blower per minute 722.54 

Speed of the vessel in statute miles per hour 16.44067 

Speed of the vessel in geographical miles per hour 14. 26334 
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Another trial of screw B with briquettes d'Anzin. — Another 
trial was made with screw B on a duplicate vessel at the same draft of 
water, the fuel being the briquettes d'Anzin. This trial lasted 3 hours 
4 minutes and 11 seconds consecutively, including the turnings at the 
end of the base. The results will be given for each run over the base 
separately, the speed being calculated in each case from the slip of the 
screw as previously determined. The date of the trial was June 28, 1882. 

FIK8T RUN. 

Steam pressure in boiler in pounds per square inch above atmosphere 126. 

Number of double strokes of pistons made per minute ^. 462. 12222 

Slip of the screw in per centum of its speed 24. 

Air pressure in the lire-room above atmosphere in inches of water 1.7 

Revolutions of the blower per minute 615. 

Speed of the vessel in statute miles per hour 16. 29681 

Speed of the vessel in geographical miles per hour 14. 13854 



% 



SECOND RUN. 



Steam pressure in boiler iu pounds per square inch above atmosphere 129. 

Number of double strokes of pistons tuade per minute 453. 35265 

Slip of the screw in per centum of its speed 24. 

Air pressure in fire-room above atmosphere in inches of water 2. 3 

Kevolutions of the blower per minute 715. 

Speed of the vessel in statute miles per hour 15. 98755 

Speed of the vessel in geographical miles per hour 13. 87024 

THIRD RUN. 

Steam pressure in boiler in pounds per square inch above atmosphere 118. 

Number of double strokes of pistons made per minute 455. 06356 

Slip of the screw in per centum of its speed 24. • 

Air pressure iu fire-room above atmosphere in inches of water 2. 4 

Revolutions of the blower per minute 730. 

Speed of the vessel in statute miles per hour 16. 06683 

Speed of the vessel in geographical miles per hour 13. 93901 

FOURTH RUN. 

steam pressure in boiler in pounds per square inch above atmosphere 140. 

Number of double strokes of pistons made per minute 470. 00000 

Slip of the screw in per centum of its speed 24. 

Air pressure in fire-room above atmosphere in inches of water 4. 

Revolutions of the blower per minute , . . . 943. 

Speed of the vessel in statute miles i)er hour 16. 57462 

Spee<l of the vessel in geographical miles per hour 14. 37956 

MEANS OF THE ABOVE FOUR RUNS. 

Steam iiressure iu boiler in pounds per square inch above atmosphere 128. 25 

Number of double strokes of pistons made per minute 460. 13461 

Slip of the screw in per centum of its speed 24. 

Air pressure in fire-room above atmosphere in inches of water 2.6 

Revolutions of the blower per minute 760. 11 

Speed of the vessel iu statute miles per hour 16.23145 

Spet»d of the vessel in geographical miles per hour W.^5S^sSX 

3992 3 
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^fEAN RESULTS OF THE TWO TRIALS UURNING HKlgUETTES D'AN 

ziN. — Tlie following- are the mean results of the two trials, eacli of three 
consecutive hours, made with the duplicate Vedette boats, the fuel he. 
ing* the briciuettes d'Anzin. The power developed by the eugiue during 
these trials could not be ascertained by the indicator on account of the 
great number of double strokes made per minute by the pistons, but it 
can be approximated on the supi)osition that the resistance of the hull at 
speeds above about 12 geographical miles was in the ratio of the squares 
of the speeds — a sui)])Osition undoubtedly very near the truth, as evi- 
denced by the constancy of the slip of tlie screw at all S]>eeds above 12 
geographical miles i)er hour. 

Now, the power required to propel the hull alone at the speed of 
11.7422 geographical miles per hour is known from the previously de- 
tailed experiment with screw A, nmde at that speed, to be 95.24254 
horses; and as the slip of screw B, at all speeds above about 12 geo 
graphical miles per hour, was constantly 24 per centum, the indicated 
horses-power develoi>ed by the engine for any higher speed can be cal- 
culated from the data according to the method ah*eady herein described. 
This calculation has been made for the mean speed of the two trials 
burning the briquettes d'Anzin, and the result is given below. The in- 
dicated horses-power so obtained agrees substantially with what is fur- 
nished by an ideal indicator diagram constructed from the boiler pres- 
sure, condenser vacuum, and point of cutting off known to exist in the 
case. 

During all the trials with screw H the throttle valve was carried 
wide open, the vacuum in the condenser averaged 20 inches of mercury, 
and the temi)erature of the air in the tire-room averaged about IQo Fahr. 
above that of the external atmosphere. 

Steaui pressure in boilers iu pouuds per square iuch above atmosphere 128. 875 

Number of double strokes of pistons made per minute 463. 16805 

Slip of the screw iu per centum of its speed 24. 

Air pressure iu fire-room above atmosphere iu inches of water - 2. 475 

Revolutions of the blower per minute 742. 

Speed of the vessel in statute miles per hour 16. 33606 

Speed of the vessel in geographical miles per hour 14. 17259 

Indicated horses -power developed by the engine 169. 4733 

Net horses-i)ower applied to the crank-])ins 156. 6534 

Pounds of briquettes d'Anzin consumed per hour 700. 

Pounds of briquettes d'Anzin consumed per hour per indicated horse-power. 4. 1304 

Pounds of briquettes d'Anzin consumed per hour per nefc horse-power 4. 4684 

Indicated pressure iu pounds per square inch that would be on the piston 
of the large cylinder, were the indicated pressure on the piston of the 
small cylinder divided by the ratio of the area of the small to that of the 
large cylinder and the quotient added to the experimental indicated pres- 

sire on the jnston of the large cylinder 52. 5017 

Net pressure in pounds per square inch that would be on the piston of the 

large cylinder, similarly calculated to the immediately above , 48. 5302 

Pounds of briquettes d'Anzin consumed per hour per pquare foot of grate 

surface 55. 704 

Number of indicated horses-power developed per square foot of grate 13. 4862 
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DISTKIUrTIOX OF THE POWKK DUUIXG THE MEAN PEllFOKMANCE OF THE AKOVli 

TWO THIALS, BURNING BRIQUETTES J)'aNZIX. 

I*er centum 

Horses- ! of the net 
j)owor. I hoises-pow- 
ei". 



Indicated horses-power developed by the engine ; 169. 4733 

Horses-power expended in working the engine per se ] 2. 8199 



Net horses-power applied to the crank-pins 156. 65;i4 | 100. (0 



Horses-power absorbed by the fiiction of the load 11. 7490 

Horses-power expended in overcoming the resistance of the water to the sur- 
face of the screw-blades 12. 1863 

Horses-power expended in the slip of the screw 31. 8523 

Horses-power expended in the propulsion of the vessel 100. 8658 



7.50 

7.78 
20.33 
64.39 



Totals :.. 156.6534 



100. 00 



THRUST OF THE SCREW. 

The tlirust of the screw during the above development of power, cal 
culated in the manner previously described, was 2,315.37 i)ounds. 

Performance with screw C. 

First trial. — With screw C two consecutive runs were made by a 
duplicate vedette boat on the 2d of August, 1881, in smooth water and 
calm air, over the base of one geographical mile at Stokes Bay, England, 
the vessel drawing 2 feet 2 inches of water forward, and 3 feet 9 inches 
aft; mean, 2 feet 11 J inches. No indicator diagrams were taken. The 
best Welsh coal was used. The following were the results: 

Steam pressure in boiler iu pounds per square inch above atmosphere.. . 145. 

Position of the throttle- valve Wide open. 

Vacuum in the condenser in inches of mercury 20. 29 

Back pressure in the'condenser in pounds per sciuare inch above zero 4. 726 

Fraction completed of the stroke of the pistons when the steam was cut 

off: both cylinders 0. 6666+ 

Fraction comi)leted of the return stroke of the pistons when the back 

pressure was cushioned : both cylinders 0. 85 

Number of times the steam was expanded 4. 32444 

Number of double strokes made per minute by the pistons of the engine. 453. 07 

Speed of the vessel per hour in statute miles of 5,280 feet 17. 4327 

Speed of the vessel per hour in geographical miles of 6,086 feet 15. 1240 

Slip of the screw in per centum of its speed 23. 395 

Second trial with screw G. — On the 4th of August, 1881, the 
vedette boat at the Isle of Wight, England, gave the following mod- 
erate speed performance in smooth water and calm air, the draught of 
water being 2 feet 4 inches forward and 3 feet 9 J inches aft; mean 
draught, 3 feet f inch. The best Welsh coal was used, and indicator 
diagrams were taken. 

KNGINE. 

Steam pressure in boiler in pounds per square inch above atmosphere.. . 93. 2 

Position of the throttle-valve Wide opei: . 

Vacuum in the condenser in inches of mercury 'I^. 
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Hack pressure iu the coudeiiser in pounds per square inch above zero 2. 9<K) 

Fraction completed of the stroke of the pistons wlien the steam was cut 

off: both cylinders 0. 6t)6(j6-}. 

Fraction completed of the return stroke of the pistons when the back 

pressure was cushioned : both cylinders 0. 85 

Number of times the stean» was expanded 4. :I2444 

Number of double strokes nuide per minute by the ])ist<)ns of the euKiues. IVXi. 

SPEKD. 

Speed of the vessel per hour in statute miles of 5,280 feet 12. 6444 

Speed of the vessel per hour in geographical miles of 6,086 feet 10. 9700 

Slip of the screw in per centum of its speed 24. 40 

8TEAM PUKSferUES IX 8MALL CYLIXnER, PEU INDICATOR. 

Pressure on piston of sniall cylinder at ccnnnencement of its stn)ke, in 
pounds per square inch above zero lOl. :ui 

Pressure on piston of small cylinder at point of cutting off the stenm, in 
pounds per square inch above zero f 8. 00 

Pressure on piston of small cylinder at the end of its stroke, in pounds per 
square inch above zero 58. 60 

Mean back pressure against piston of small cylinder during its stroke, in 
pounds per square inch above zero 27. 40 

Back pressure against the piston of the small cylinder at the point where 
the cushioning began, in pounds per squat e inch above zero 26. 00 

Mean back pressure against the piston of the small cylinder l>efore the cush- 
ioning began, in pounds per square inch above zero 26. 26 

Indicated pressure on the piston of the small cylinder, in pounds per 
sqnareinch 59. 25 

Net pressure on the piston of the small cylinder, in pounds per square 
inch ; 56.25 

Total pressure on the small piston of the cylinder, in pounds per square 

inch 81.571 

STEAM PRESSURES IN LARGE CYLINDER, PER INDICATOR. 

Pressure on ]>iston of large cylinder at commencement of its stroke, in 

pounds per square inch above zero 21. 77 

Pressure on piston of large cylinder at point of cutting off" the steam, in 
pounds per square inch above zero 18. 11 

Pressure on piston of large cylinder at the end of its stroke, in pounds per 
square inch above zero 11. 84 

Mean back pressure against piston of large cylinder during its stroke, in 
pounds per square inch above zero 4.7^ 

Back pressure against the piston of the large cylinder at the point where 
the cushioning began, in pounds per s<iuare inch above zero 3. 52 

Mean back pressure against the piston of the large cylinder before the 

cushioning began, in pounds per sc^uare inch above zero 3. 78 

Indicated pressure on the piston of the large cylinder, in pounds per 
square inch 13. 83 

Net pressure on the piston of the large cylinder, in i)ounds per square inch 10. &i 

Total pressure on the annular space of the piston of the large cylinder re- 
maining after subtracting from that piston the piston of the small cylin- 
der, in pounds per s<iuare inch above zero 17, 043 
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HORSES-POWER. 

f 

Indicated horses-power developed in thfe small cylinder 44. 5294 

Indicated horses-power developed in the large cylinder 32. 0964 

Aggregate indicated horses-power developed by the engine 76. 6258 

Net horses-power developed in the small cylinder 42. 2748 

Net horses-power developed in the large cylinder 25. 1340 

Aggregate net horses-power developed by the engine > 67. 4088 

Total horses-power developed in the small cylinder 61. 3048 

Total horsee-power developed in the large cylinder 26. 7444 

Aggregate total horses-power developed by the engine 88. 0492 

CYLINDER PRESSURES REDUCED TO LARGE CYLINDER ALONE. 

Indicated»pres8nre in pounds per s<iuare inch that would be on the piston 
of the large cylinder, were the indicated pressure on the piston of the 
small cylinder divided by the ratio of the area of the small to that of 
the large cylinder and the quotient added to the experimental indicated 
pressure on the piston of the large cylinder 33. 017 

Net pressure in pounds per square in< h that would be on the piston of the 

large cylinder, similarly calculated to the immediately above 29. 046 

Total pressure in pounds per square inch on the piston of the large cylin- 
der, corresponding to the aggregate total horses-power developed by the 
engine 56. 110 

Equivalent back pressure against the piston of the large cylinder, being 
the difference between the above total and indicated pressures, in pounds 
I)er square inch 23. 093 

RATIOS. 

Percentum which the aggregate indicated horses-power developed by the 

engine are of the aggregate total horses-power 87. 0261 

Percentum which the aggregate net horses-power developed by the en- 
gine are of the aggregate total horses-power 76. 5581 

DISTRIBUTION OF THE POWER DURING THE ABOVE PERFORMANCE. 

The distribution of the indicated horses-power during the above sec- 
ond trial of the vessel, on the 4th of August, 1881, with screw C, calcu- 
lated in the manner previously described, is asfoUows: 



Indicated horses-power developed by the engine 

Iloraes-power expended in working the engine -per »e 

Net horses-power applied to the crank-pins 



Horses-power absorbed by the friction of the load 

Horses-power expended in overcoming the resistance of the water to the sur- 
face or' the screw-blades 

Horses-power expended in the slip of tlie screw 

Horses-power exi)ended in the propulsion of the vessel 



Horses- 
power. 


Per 
of 
ho 
poi 


centum 
the net 
r ses - 
IV er. 


76. 6258 
9. 2170 




67. 4088 


100. 00 


5. 0557 

4. 9698 
14.0015 
43.3«18 




7.50 

7.37 
20.77 
64.36 



Totals ' 67.40^8 100.00 

THRUST OF THE SCREW. 

The thrust of the screw as it would have been measured by a dyna- 
mometer directly applied to the shaft during the, ^<^n^ ^^\l<<s^\fi»2«ss^^^ 
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calculated in the manner pn^vionsly describecl, is as follows : 43.3818 x 
33000 = 1431500.4 foot-jmunds of work per minute. Speed of vessel per 

minute = ^^^''^'?f/'^^''^^ = 11 12.723(U>+ feet. And thrust of screw = 

1431500.4 loo,. r- 1 

1112.72300+ = '-''^"" 1^^^"'^^^^^- 

i)i<:tekmixati()x of the powkii kxpexdko ix ovkucomixg tiik rksistaxce of 
the wateh to the immeksed extehxal ok wetted surface of the hull. 

The power expended in overcoming' the resistance of the water to 
the wetted surface of the hull, durinjj: tlie second trial of tlie vessel, on 
the 4th of August, 18S1, with screw (■, calculated in the inanifer pre- 
viously described, is as folloAvs : 

Mean speed of the watery molecules over the immersed surface of 
the hull = 1,200 feet per minute, or 21 feet per second, at which ve- 
locity the resistance of the square foot of wetted surface would be (10^: 
0.45:: 2P:) 1.0845 pounds. And the horses-power required to over- 
come this resistance for 304.5 square feet of immersed surface would 

1 / 1.0845 X 304.5 X 1200 \o-r«ioo ^.i x» ^i *.».>>id 

( T^OOO =\2<.f>lS8; consequently, of the 43.3818 

horses-power required to i)ropel the hull alone at the experimental 

, /27.0188X100 \n^rr4 4 1 A - 

speed, ( ,., 00 1 ^ = ) 03.004 i)er centum were expended in overcoin- 

\^ 4«>.oolo / 

ing the resistance of the water to the wetted surface, and the remaining 
30.330 per centum were expended in the displacement of water by the 
immersed solid of the hull irrespective of the resistance of its immersed 
suriace. 

Rou(Hi-\VATEU TKiAL WITH SCREW 0. — A trial was made ou the 
3d of August, 1881, of the duplicate Vedette boat with screw C, con- 
sisting of two consecutive runs over the base of one geographical mile 
at Stokes Bay, England, in rough water. The wind was a very strong 
breeze alternately ou the bow and quarter. The vessel was tried at 
low speed, and indicator diagrams were taken. The draft of water 
was 2 feet 2 inches forward, and 3 feet inches aft; meau, 2 feet 11^ 
inches. 

The steanj was cut off at two-thirds of the stroke of the pistons of 
both cylinders, and in both cyliiulers the back pressure wa» cushioned 
at 0.85 of the return stroke. The throttle-valve was wide open. The 
following are the mean results: 

Steam pressure in boiler in ponnds per square ineli above atmosphere 52.:^') 

Vacuum in tlie condenser in inches of mercury 22. 50 

Back pressure in the condenser in pounds per square inch above zero 3. 642 

Numb(^r of double strokes made per minute by the i)istons 273. 2 

Speed of the vessel per hour in statute miles of 5,2H0 feet 9, 9534 

Speed of the vessel per hoar in geographical miles of 6,086 f^t 8. 6350 

Slip of the screw in per centum of its 8})eed 27. 467 

Indicated j>res8ure ou the piston of the small cylinder in ]K)unds i>er S({uare 

inch 34.2*2 
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f Ket pressure on the piston of the small cylinder in pounds per scxuare inch. . 'M. '22 
Indicated pressure on the piston of the large cylinder in pounds per square 

^ iijch 8.02 

^fNet i)ressnre on the piston of the large cylinder in pounds per squani inch . 5. 02 

Indicated horses-power developed in the small cylinder 21. 0996 

Indicated horses-power developed in the larger cylinder 15. 2701 

Aggregate indicated horses-power developed by the engine 36. 3697 

Net horses-power developed in the small cylinder 19. 2499 

7;. Net horses-power developed in the large cylinder 9. 5581 

■ / Aggregate net horses-powcir developed l>y the engine 28. 8080 

Indicated pressure in pounds per square inch that would be on the piston of 

I tlie large cylinder,* were the indicated pressure on the piston of the small 

cylinder divided by the ratio of the small to that of the large cylinder 

and the quotient added to the experimental indicated pressure on the 

the piston of large cylinder 19. 102 

^et pressure in pounds per square inch that would be on the piston of the 

large cylinder, similarly calculated to the immediately above 15. 130 

J>ISTR1BUTI0N OF THE POWER DUinXG THE TJJIAL IX UO^'CJII WATER WITH SCREW C. 

The distribution of the indicated horses-power during the above trial 
with screw C in rough water, on the 3d of August, 1881, the wind being 
a very strong breeze on the bow and quarter alternately, was as follows, 
the cahiulations being made as i)reviously described : 

Per centum 
Horst'H- ofthenot 
power. h or 86 8- 

power. 

Indicated horses-power dev«rloped by the en«£iiie ' 86. 3697 

Horses-power expended in working" tlie engine per se I 7. 5617 



Xet horses-power a])])lied to the crank-pins. 



28.808a ]00.00 



Horses-power absorbed by the friction of the load 2, 1606 7. 50 

Horses-power expended in overcoming the rcisistance of the water to the sur- 
face of the screw-blades . .. : 2.7444 9. 5;{ 

Horses-power exi>ended in the slip of the screw ■ 6. 5654 22. 79 

Horses-power expended in the propulsion of the vessel i 17. 3376 60. 18 



Totals 



28.8080 100.00 



THRl'ST OF THE SCREW. 

The thrust of the screw as it wouhl have been measured by a dyna- 
mometer directly applied to tbe shaft during the above performance, cal- 
culated a« previously described, is as foh)ws: 17.337G X 3:^000=572140.8 

foot-pounds of work perininute. Speed of vessel i)erminute= * ' 

00 

=875.876833+ feet. And thrust of scivw= , '^^,^J:f5^;^ =053.22 pounds. 

8/5.8m)833+ 

dethrmixation of the power hxpknded in ()vercomln<i the resistance uf 

THE WATER TO THE IMMERSED EXTERNAL OR WETTED SURFACE OF THE HULL. 

The power expended in overcominj>" the resistance of the water to the 
wetted surface of the hull during the above trial with screw C in rough 
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water on the 3d of August, 1881. calculated in the manner t>revioa8ly 
described, is as follows : 

Mean speed of the watery molecules over the immersed surface of the 
hull=861 feet per minute or 14.35 feet per second, at which velocity the re- 
sistance of the square foot of wetted surface would be (10*: 0.45:: 
14.35^): 0.92665 pound. And the horses-power required to overcome 
this resistance for 355.5 square feet of immersed surface would be 

>^0.92665x3^^^^^ 8.5950; consequently, of the 17.3376 horses- 

power required to propel the hull alone at the experimental speed 
f - '"^\ J^- ^ = j 49.575 per centum, were expended in overcoming the 

resistance of the water to the wetted surface, and the remaining 50.425 
per centum were expended in the displacement of water by the immersed 
solid of the hull, irrespective of the resistance of its immersed surface. 
A considerable portion of the slip of screw in this experiment was 
doubtless due to the violent pitching of the vessel, which at intervals 
threw a more or less considerable portion of the screw out of water, and 
this lessening of the screw's propelling eiiect during the sending was by 
no means compensated by its deeper immersion during the time the 
bow was lifting. The result was that the slip was much greater than 
was due to the increased resistance of the vessel arising from the rough 
ness of the water. 

REMARKS. 

In order to obtain the greatest speed possible from a l)oat of given 
lineal dimensions, it must be constructed of as little weight as possible, 
with the view of lessening to the utmost its displacement of water and 
the area of its external immersed or wetted surface. But the lesspu- 
ing of the weight, which is only possible by reducing the scantling of 
the material, must not be carried so far as to jeopardize the strength 
of the vessel necessary for its intended use. The exact point at which 
the minimum of material can be combined with adequate strength is 
determinable only by practice; and the extensive experience of the 
^^Herreshott* Manufacturing Comi)any" in the construction of vessels 
of the Vedette boat type has enabled that firm to mark this point 
with precision. To place it as near lightness as possible, only the best 
and most carefully selected materials are used, while no pains or expense 
are spared to secure strength, durability, and excellence in the fasten- 
ings. Only the most skillful workmen are employed, selected from 
mechanics who make the building of such hulls a trade by itself. 

The form of the vessel and the distribution of its weights, on which 
so much of its satisfactory performance dei)ends, has been determined 
for given dimensions and speed by accurate trial and observation, every 
boat built being subjected to careful study and well-executed experi- 
ments. In this manner such great excellence has been attained as 
is only possible when a particular kind of manufacture is made a spe - 
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. cialty, and saccess depends on producing the moat superior article, ir- 
respective of cost. The hulls of these boats, in whatever light consid- 
ered, are beautiful si>eciniens of scientific design and practical execution. 
' They cannot be produced by persons accustomed to designing and 
' building only vessels of much greater dimensions, to be employed for 
■ different purposes and in different places, however skillful they may be 
in such constructions. 

In this connection there may be stated that as regards strength to 
resist abnormal shocks, concussions, &c., resulting from collision and 
rough handling, the light vessel, by reason of its less weight, is less liable 
to injury than the heavier vessel, its momentum, which under these cir- 
cumstances is the cause of injury, being at equal speed proportional to 
the weight alone. 

The boats are constructed of wood by preference, having been found 
to be much stiffer with equal weight than if built of iron or steel. 

The resistance of the hulls of the Vedette boats was experimentally 
ascertained from the indicated horses-power develoi)ed by the engine 
at four different speeds, and the following table shows the power of the 
speed in which the resistance increased from the one speed to the other: 



« « &: 2: • i 2 

® n a 1^ ff S-— 



«. 68030 198. 89 
9. 15482 482 

li'. 97000 

11. 74220 



.89? 

. 24 J 
12-6.57 ? 
1589. .10 5 



\ 



2. 8107 
5. 4250 
3.1064 



With a vessel of the small dimensions, light weight, and relatively 
high speed of these Vedette boats, the power of the speed in which the 
resistance of their hulls varies at different speeds changes abruptly 
and greatly, owing to the change of the form of the immersed solid of 
the vessel relatively to the water level, due to the excessive changes of 
trim undergone. 

With the short after body, relatively to draft of water and speed, 
the ascending column of water which fills the space left by the advance 
of the vessel does not reach the surfaces of the after body in time to 
support it, and. as a consequence, this body sinks until it does meet 
the ascending column, thereby greatly varying the trim and increasing 
the resistance above what is due to the law of the square of the speed. 
The high wave observed abaft the stern is the capital of the ascending 
column of water, which has not only reached the water level, but is pro- 
jected above it in virtue of its momentum. 

The water refilling the space voided by the vessel's advance is mainly 
and often wholly, supplied vertically from the bottom. Uwe Qt^V^^^^-ij^j^^^ 
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immersed transverse section, as that is the line of greatest i)ressure. 
If this vertically ascending colnnin of water strikes the bottom of the 
after body while still endowed with nionientuni, a certain portion of the 
latter, or the whole, will be utilized in the propulsion of the vessel. In 
this manner, when tlie length and depth of the after body, the form of 
its immersed surface, and the S})eed of the vessel are properly propor- 
tioned each to the other, the i)ower expended by the fore body in dis* 
placing the water maybe entirely regained by the work done propulsively 
upon the after body by the ascending column, so that the resistance of 
the vessel may be that alone which is due to its immersed external or 
wetted surface, irrespective of disi)hutement. 

The power expended by the fore body in displacing the water is what 
is due to lifting the w^ater displaced from the center of gravity of the 
greatest immersed transverse section to a certain height above the 
water level. The v/ater so lifted is then diti'used in a wave of translation 
in all open directions over the general water h»vel. 

When the bow of a moving vess(d is tiaring or V-shaped beueath the 
water, the reaction of the latter tends to lift it with a force or pressure, 
other things equal, proportional to the square of the speed of the vessel. 
To counteract this lifting tendency there is only the constant force of 
the weight of the bow, which is unatfected by the speed. ]^ow, it is 
evident that, let this weight be as great as it nuiy, as it does not increase 
with the speed, while the lifting force increas(»s as the square of the 
si)eed, there will be a speed when the bow will be lifted, and the less 
the weight of the bow the less si)eed will be required to lift it. When 
that speed is reached and tlie bow lifts, its acting weight in consequence 
of that lifting will be increased, less and less of it being supi)orted by 
the Avater as it becimies nmre and n)oreenu>rsed, so that the lifting will 
be less than what is due to the u])ward rea(ition of the water wnth con 
stanp3" of acting weight of bow. The eifect of the litting of the bow is 
to lessen the wetted surface, and the displacement of the vessel, and 
therefore to lessen proportionally its resistance. 

Again, as the velocity of the ascending column of water, refilling the 
void left. by the advance of the vess(»l, is due to gravity, and there- 
fore couvstant for given conditions at all speeds of vessel, the greater 
that speed the farther abaft the stern will the head of the ascending 
column appear, and the greater will be the dropping or depression of 
the stern, the result of which droi)ping is that the bottom of the vessel 
presents an inclined surface to the water, whose reaction tends to lift it 
with a force in the ratio of the square of the speed of the vessel. To 
couuteract this force there is only the constant weight of the vessel, so 
that Avhen the speed becomes sufficiently great the vessel will be bodily 
lifted. In this manner the vertical reaction of the water against the 
bow and the inclined surface of the bottom of the vessel lessens the 
wetted surface and the disi)laceme^it, and proportionally reduces the 
resistance of the vessel. 
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In the case of tlie Vedette boats, tlie alteration of trim comraenced as 
soon as the very moderate speed of 7 geographical miles per hour was 
attained, and continued increasing with increased speeds, the resistance 
increasing in higher and higher ratio than the square of the speeds as 
the speed became greater and greater. When the speed of 12 geograph- 
ical miles per hour was attained the vessel began to lift notably, and 
the ratio of its resistance in function of speed remained about constant 
np to the speed of 14 geograx)hical miles per hour, when tlie vessel began 
to lift in a very marked manner, so that at the speed of 15 geographical 
miles per hour its resistance in function of speed had greatly lessened. 
The slip of the screw at this speed was about the same as at the speed 
of 10 geographical miles per hour. It is entirely owing to the lessened 
resistance of the vessel, due to her lifting, that the high speeds could be 
attained with the power developed by the engine. Had the resistance 
of the vessel in function of speed continued to be the same at high 
speeds that it was at medium speeds, the former would have been un- 
attainable by the i)ower actually applied. The exact height which the 
vessel lifted at the high speeds could not be measured, but it was a con- 
siderable fraction of her draught of water when at rest. The alteration 
of trim may be appreciated from the fact that at the |peed of 14 geo- 
graphical miles per hour the bow w^as 22 inches higher above the stern 
than when the vessel was at rest. Now, the draft of water forward 
from the lower edge of the rabbet of the keel w as only 24 inches when 
the vessel was at rest. 

The seagoing qualities of the Vedette boats were excellent, and their 
performance in rough water satisfactory. They were dry, buoyant, and 
quite stiff enough. The commission of French officers from the Chas- 
seur, who experimented with the vessel to ascertain her stability, pro- 
nounced it sufficient. The remark may here be made that no heavy 
vessel of the dimensions of the Vedette boats, having so little free 
board, could be serviceable in a rough sea; their sea-going qualities 
were largely due to their lightness, tbeir inertia being so small that 
they rose with the wave as it strnck them, instead of being submerged 
by It. 

At the speed of 14 geogra])hical miles i^er hour, and with the helm 
hard over, the Vedette boats turned in a circle of about 300 feet diam- 
eter. The careening or heeling due to this turning, though marked, 
was not sufficient to be inconvenient. 

The Vi'ssel, when at maximum speed, could be stopped in a few feet 
by backing the engine. The reversal of the latter was practically instan- 
taneous, being done by a single pull of the hand on a lever. In a few 
seconds sternway was acquired. This rapidity of maneuvering is also 
due to the lightness of the hull relatively to the thrust of the screw. 

The vibration of the vessel's stern, due to the pulsations of the screw^, 
was hardly api)reciable. 

The vessel can make 14 geographical miles per hour for 0.43 hours 
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with her bunkers filled with the best ateam coal. This is equivaleDt to 
a distance of 90 {geographical miles. Of course, by carrying more coal 
in bags, this distance can be proportionally increased. As the engine 
uses steam witli condensation, there is no noise other than the hum of 
the blower to give notice of approacli ; and, as the combustion is main- 
tained by a mechanically i)roduced draft, the loss of the chimney, 
if shot away, would not affect the speed. 

The machinery is very simple, light, and economical, the boiler espe- 
cially being admirably adapted for vessels of this description, and superior 
for the purpose to any of which tlie writer has knowledge. It gives an 
excellent e(H)nomic vaporization, inferior to none; is very durable, and 
will bear the roughest handling and most ignorant usage without suf- 
fering damage. It is lighter than any other boiler of equal grate sur- 
face, and immensely safer, an explosion being scarcely possible under 
any conceivable circumstances. Should one hai)peu, the injiii*ious ef- 
fects would be reduced to a minimum, because the boiler contains the 
minimum weight of water. This is a very important fact for a boat of 
•this description, as its boiler is liable to be pierced by a shot at any 
moihent when it is on war service. 

The llerresh^' coil boiler of the Vedette boats cannot bo made to 
foam or prime under any conditions or with any rate of combustion, 
and works as well with greasy as with clean water, no care being nec- 
essary in that respect, so that the lubrication of the steam valves and 
pistons may be as copious as desirable. The only boiler in competition 
with the Uerreshoff coil boiler for Vedette, torpedo, and similar boats 
is that of the locomotive type; but great difficulty is experienced with 
the latter when the combustion is highly forced. The priming or foam- 
ing is tlien excessive, and it is almost impossible to keep the tubes from 
leaking, whereas the Uerreshoff coil boiler is reliable at all times and 
under all circumstances. To i)iilliate the*, foaming of the locomotive 
type of boiler perfectly clean water, free of grease, has to be used in it, 
which i)revents thei)roi)er lubrication of steam valves and pistons, and 
is a very troublesonu^ and inconvenient condition, not easily fulfilled 
under the conditions of actual service. Tln^ ra<liation of heat from the 
Herreshoft' boiler, owing to a ])eculiar arrangement of its coils recently 
introduced, is less, without external nonconducting clothing, than from 
any other type of boiler, even Avhen clad: and this is an important feat- 
ure when the confined sj)aceis considered in which the boiler has to be 
tired and the engine supervised. 

At the close of the three consecutive hours' trials at the speed of over 
14 geographical miles per hour the machinery required no adjustment, 
and apj)eared to be able to steam on indefinitely at the same rate. The 
want of endurance is in the men, not in the machinery, and the three 
hours' trial is more of a test of the former than of the latter. Of course, 
when the fire has to be thoroughly cleaned, the boiler having but a single 
furnace, the speed falls until the new fire comes into steady action. 
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"With the* briquettes d'Anzin, however, this cleaning* was not required 
in the three hours, although in that time 108 pounds of briquettes had 
been burned on each square foot of grace surface. This is equivalent 
to steaming ten consecutive hours without cleaning with the ordinary 
combustion of nearly 17 pounds of coal per hour per s(iuare foot of grate 
surface. 

The engine is excellently designed and built, with numerous peculiar 
and admirably arranged details. It has been carefully studied, with a 
view to lightening it to the utmost by the omission of every ounce of 
i«reight not indispensably necessary. The surface condenser consisting 
of only immersed outboard pipes, there are saved the weight and bulk 
of the shell and appurtenances of an inboard surface condenser, and also 
the weight and bulk of a pump for circulating the condenser water. The 
condensing surface itself, by reason of its more advantageous ijosition, 
requires to be only about one-fifth what it would have to be if placed 
-within the shell of an inboard ccmdenser. The engine can be safely 
worked under a x)ressure of 150 pounds per square inch of boiler pres- 
sure. 

With some modifications to the engine and screw, a considerable in- 
crease of speed can be obtained for the boats with the same boiler. The 
cylinders should be increased in diameter, and an independent adjusta- 
ble cut-off valve placed on each, by means of which an important addi- 
tion of power could be had from the same consumi)tion of fuel per hour, 
not so much as a consequence of using the steam more expansively^ as 
of the ability to make a more economical distribution of the pressure in 
the two cylinders by lessening the loss of pressure due to the transfer 
of the steam from the one to the other. For the most economical prb- 
ductit)n of power by the compound engine the pressure at the end of 
the stroke of the piston of the small cylinder must not exceed, except by 
. an insignificant amount, the back pressure against it. This requires the 
steam to be considerably expanded in the small cylinder, if anything 
like equality of power is to be maintained between It and the large cyl- 
inder. To regulate the pressure in the two cylinders, so as to produce 
the desired balance and proportion, an adjustable cut-off valve on both 
is requisite. 

The diameter and pitch of the screw should be increased, whereby its 
losses of useful effect at high speeds could be sensibly lessened. 

All the pumps should be worked by a separate steam cylinder, whereby 
the proper reciprocating speed for their efficient action could be always 
commanded. 

The blowing engine should be able to maintain an air pressure in the 
fire-room above the atmosphere, with the boiler in use, of not less than 
the equivalent of a column of water 5 inches high. 

The modifications would very slightly increase the weight of the ma- 
chinery, but only to an insignificant degree in proporti(m to the benefit 
obtained. Even this increased weight would i>robably be more than 



